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IBM System/360 Model 30 Functional Characteristics 


This reference publication describes the relationship — 
of the IBM System/360 Mode! 30 to the entire 
System/360. The system’s capabilities, features, I/O 
channels, and operations are also discussed. 

The reader can find a more detailed description of 
System/360 operations in JBM System/360 Principles 
of Operation, GA22-6821. The interrelationships of 
the models and units available with System/360 
are broadly described in JBM System/360 System 
Summary, GA22-6810. Other related literature is 
referenced by order number and briefly described in 
IBM System/360 Bibliography, GA22-6822. 
Information on channel load limits for IBM System/360 
Model 30 is given in JBM System/360 Model 30 
Channel Characteristics and Functional Evaluation, 
GA24-3411. System-console operating procedures 
are contained in JBM System/360 Model 30 
Operating Guide, GA24-3373. 


Preface 


The first section of this manual—IBM System/360 
Model 30, General Concepts—presents a general intro- 
duction to some important 1m System/360 concepts 
and terminology. Throughout most of this section, con- 
cepts such as program status words, supervisor pro- 
gram, and interrupts are related to input/output oper- 
ations. The object of this section is to present certain 
system operations, referenced to 1nmM System/360 
Model 30, without taking into account all possible 
variations and exceptions that may apply. Subsequent 
sections of this publication provide more detailed in- 
formation. . 

1BM System/360 Model 30 has a storage cycle time 
of 1.5 microseconds. Early systems, however, have a 
2-microsecond storage cycle time. In this publication, 
timings that pertain to the 2-microsecond Central 
Processing Unit (cru) are shown in parentheses fol- 
lowing the timings given for the 1.5-microsecond cru. 
For example: 

The RCW (read/compute/write) cycle requires 2.25 

microseconds (for 2-microsecond CPU: 3 microsec- 

onds). 


Eighth Edition (August 1971) 


This is a reprint of GA24-3231-6 incorporating changes released in Technical 
Newsletter, GN24-0475, dated July 19, 1971. Changes are periodically made 
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Figure 1. 18m 2030 Processing Unit with 1BM 1050 Documentary Console Control 
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Data processing systems provide rapid niethods of proc- 
essing the varied types of information used in today’s 
commercial and scientific communities. Significant in- 
creases in the operating efficiency of many businesses 
have resulted from use of data processing systems. 
As the information-handling requirements of a busi- 
ness grow, expansion of data processing facilities be- 
comes more and more desirable. As the advantages 
of a data processing system become evident (through 
use in initial applications), users apply this powerful 
tool to other areas of their business. Expansion of 
present operations and extension to new application 
areas are made easier when: 


1. Methods of directing the system (programming) 
are modified rather than completely reworked. 


bo 


. Input/Output devices required in new applications 
can be connected to present equipment. 


3. Storage capacity can be increased without the need 
for ordering an entirely new central processing unit. 


4, Various input/output and communications devices 
that can be attached to the system are available. 


These advantages are all offered in 13m System/360. 
Modest requirements can be met through use of an 
1BM System/360 Modcl 30 with 8,192 bytes of main 
storage. 


Note: A byte is a position of storage in which eight bits of in- 
formation can be stored, such as an alphabetic character, or 
two numeric characters. 


Source 
Data 


Input Control 
Device Unit 
Central 
Processing 
Unit 
Input Control 
Device Unit 


Figure 2. Basic Data Processing System 





A variety of input/output devices can be attached 
to this system. As data processing needs increase, stor- 
age capacity can be enlarged, and additional input/out- 
put devices can be attached. Modification of programs 
used on 18M System/360 is made easier because the 
instructions used for the smaller storage and I/O con- 
figurations apply to the larger-capacity configurations. 

For example, programs used on different models of 
IBM System/360 can be run on an 1BM System/360 
Model 30 (within the limitations set forth in IBM Sys- 
tem/360 Principles of Operation, Form A22-6821). 


Data Processing System 


Let’s consider the over-all operation of a data process- 
ing system. The basic configuration of a data process- 
ing system is shown in Figure 2. 


A program—series of instructions that control sys- 
tem operations—is contained in a storage area, which 
is usually in the central processing unit. The program 
is usually written in the following manner: 


1. The job to be run is fully defined. 
Some typical questions that must be answered are: 
What types of results are required? 
What input/output devices are needed? 
What exceptional conditions can occur? 


2. A pictorial block diagram (flow chart) is constructed 
to represent the job to be performed. 


3. The programmer then writes detailed instructions 
in symbolic form. Note that the system performs 


Control Output Output 
Unit Device Record 
Control Output 
Unit Device 


operations under control of machine language in- 
structions. For the programmer, however, machine 
language instructions are more difficult to write 
than are symbolic instructions. Programs written 
in symbolic form are also much more easily modi- 
fied than are actual machine language programs. 


4. An assembly program, provided by 18M, is loaded 
into the system through an input device (such as a 
card reader). The symbolic program is then loaded 
in a similar manner. The assembly program trans- 
forms the symbolic instructions into machine lan- 
guage, producing an object program that is used in 
the actual job runs. 


Once the object program is produced and loaded 
into storage, information (source data) that is related 
to the job (such as payroll data) can be entered into 
the system, and the job can be run, The source data 
is entered into an input device (Figure 2). An instruc- 
tion in the program directs that this information be 
sent from the input device to the processing unit. The 
data is processed. That is, operations such as logical 
decisions and arithmetic functions are performed. Re- 
sult data is then sent to one or more output devices 
where meaningful records (printed reports, punched 
cards, etc.) are produced. This phase of the operation 
is also under control of the program. 

In System/360, input/output devices are controlled 
by control units (as shown in Figure 2). 


IBM System/360 Model 30 Input/Output 
Control 


Let’s consider, in a general way, how 18m System/360 
Model 30 controls the input/output (I/O) functions 
already described. A standard I/O interface is pro- 
vided for the attachment of a wide variety of I/O 
devices to System/360. The interface is a standard set 
of electrical connections through which signals are 
sent that allow for exchange of data. and control infor- 
mation between the CPU (Central Processing Unit) 
and attached I/O devices. The interface is called stand- 
ard because any present or future device can be at- 
tached to the-system as long as it complies with the 
specifications of the interface. 

Recall that control of I/O functions in a data proc- 
essing system is determined by instructions in the 
CPU program. In system/360 the transfer of data be- 
tween CPU and I/O devices and control of the I/O 
devices is handled through channels. These channels 
coordinate the operation of I/O devices through pro- 
gram control. 
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There are two types of channels: Selector and multi- 
plexor. One distinguishing feature of a selector chan- 
nel (special feature on Model 30) is that it is used to 
sustain operation of one device at a time. A variety of 
devices can be attached to a selector channel, but it is 
most useful when used with high-speed I/O devices. 
For example, the high-speed transfer of information 
from a magnetic disk storage device to the CPU can 
be advantageously handled by a selector channel. 

The data-handling capability of the multiplexor 
channel is normally lower than that of the selector 
channel, although the multiplexor channel on Model 
30 can presently handle the same data rates of I/O 
devices attached to the selector channel (due to fast- 
est I/O device presently attachable—170 kc). The ad- 
vantage of the multiplexor channel is that it can service 
the data flow and control requirements of several slow- 
speed I/O devices at a time. This kind of operation is 
accomplished in multiplex mode (sometimes called 
data interleaved mode). For example, the data sent 
from two serial card readers to the CPU can be han- 
died at one time in multiplex mode by the multiplexor 
channel. 

The selector channel is usually used for high-speed 
data rate I/O devices because selector-channel data 
transfer operations overlap CPU operations while CPU 
facilities are used for multiplexor-channel data transfer 
operations. 


Interruptions and I/O Control 


To allow for the coordination of overlapped I/O opera- 
tions and provide for a smooth flow of productive 
processing, it is necessary to provide a means of switch- 
ing from one program to another. In the System/360, 
an interrupt system is provided for this purpose. 

An interrupt causes a program to be suspended and 
allows some alternate opcration to be started. 

Let’s follow the progress of a typical I/O operation 
as it occurs in the 1mm System/360. Assume that in- 
structions are being executed in the problem program 
state and a point is reached at which it is desired to 
perform an I/O operation. I/O operations are con- 
trolled by the supervisor program (sometimes called 
control program or monitor program). Therefore, it is 
necessary to get out of the problem program mode 
and into the supervisor program modc to start the 
I/O operation. A SUPERVISOR CALL instruction in the 
problem program cffects this change. The I/O opera- 
tion is then started from a series of instructions con- 
tained in the supervisor program. After this series of 
instructions has been executed, the supervisor pro- 
gram will return control to the problem program, 
which can continue processing while the I/O opera- 


tion is taking place. Upon completion of the I/O opera- 
tion, the problem program is interrupted so that the 
supervisor can determine whether any abnormal con- 
ditions were detected by the channel or control unit 
and take appropriate action. If the operation was com- 
pleted successfully, control is again returned to the 
problem program so it can continue its processing. 

Note that the instructions in the supervisor program 
are not part of the main problem program. Therefore 
a way must be provided to return to the right place 
in the problem program after the supervisor routine 
is completed. We could state this another way and 
say that the problem program status must be stored 
for use after the supervisor routine has been completed. 
PSW’s (Program Status Words) are used to record this 
status information. When the surPERvIsOR CALL instruc- 
tion is executed, the current PSW that relates to the 
problem program in progress is stored. It is replaced 
by a new supervisor call PSW. The new supervisor call 
PSW indicates (among other things) to the system 
that the system is operating in supervisor mode. When 
the supervisor routine is completed, the system is 
returned to the problem state by loading the problem 
program PSW that was previously stored. This new 
PSW then indicates (among other things) the instruc- 
tion that is to be used next in the problem program. 
Actually a number of PSW’s are used to shift system 
status for reasons other than entering or leaving super- 
visor mode for I/O operations. The operation just pre- 
sented, however, describes their general function: one 
current PSW indicates the over-all active system state; 
stored PSW’s retain, for future use, a record of the 
system state to which they apply. 


I/O Control Units 


I/O devices used in System/360 communicate with the 
channels through control units. The control unit pro- 
vides the logical capability necessary to operate and 
control an I/O device and adapts the characteristics of 
each device to the standard form of control provided 
by the channel. 

A control unit may be housed separately or it may 
be physically and logically integral with the I/O de- 
vice. 

From the user’s point of view, most functions per- 
formed by the control unit can be merged with those 
performed by the I/O device. 


Implementation of 1/O Operations 


In an I/O operation, as soon as the transition to the 
supervisor state is effected, the supervisor program 
takes over control of the operation. The program rou- 
tines of the supervisor program are supplied by 1mm 


(though they may be written by the user). Specifica- 
tions, such as device designation, related to the I/O 
operation to be performed are written by the user and 
entered into the system. 

Within the supervisor program is a sTaRT 1/o in- 
struction. This instruction indicates the channel and 


the I/O device on that channel that is to be used. 


Assume that the channel and device are free to per- 
form the operation specified. Before this time a CAW 
(Channel Address Word) has been set up by the super- 
visor program in main storage locations 72-75. In this 
CAW is the main storage address of the first CCW 
(Channel Command Word) to be used in this oper- 
ation. 


Among the information contained in the CCW are: 


1. The command to be sent to the control unit to 
which the desired I/O device is connected. 


bo 


. The area of main storage (if any) to be used in the 
opcration. 


3. The amount of data (number of bytes), if any, that 
is to be transferred in the operation. 


Storage 


Basic main storage capacity of 1mm System/360 Model 
30 is 8,192 bytes. Model 30 main storage capacity can 
be increased to 65,536 bytes. A byte of information is 
composed of eight bits plus a check bit. For the mo- 
ment we can ignore the check bit and investigate the 
kinds of information that can be stored in a byte. The 
bit positions of a byte are numbered: 


0123 4567 


Each position can be at a logical 1 or a logical 0 state. 
This type of arrangement lends itself to a binary- 
number type of representation. When a bit position is 
a logical 1, the corresponding binary value is given. 
For example, the digit 2 can be represented in a byte 
by setting only bit position 6 to a logical 1: 


Bit position 0 1 2 3 4 5 6 
Bit position value 0 0 0 0 0 90 
Binary value represented 128 64 32 16 8 4 2 


This arrangement allows for up to 256 characters to be 
represented by one byte. In Model 30 each byte can 
contain one numcric digit (four low-order bits), two 
numeric digits (one digit in the four high-order bits, 
the other digit in the four low-order bits), or an alpha- 
betic or special character (all cight bits are used). 
When two numeric digits are contained in a byte 
we call this packed decimal. During arithmetic opera- 
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16384 8192 4096 2048 





Represented Binary Value 32768 





Bit Value 


Bit Position 
Figure 3. Binary Representation of Address 8191 


tions, such as addition, two bytes can be fetched from 
storage (one byte from each of the two fields to be 
added). Note that with access to only one byte from 
each of the two fields, two digits from each field are 
added. In packed decimal format, the sign is located 
in the low-order four bits of the low-order byte. 


A byte can also contain status information. For ex- 
ample, a status byte sent to the channel from a control 
unit can indicate, by the bit values (0 or 1) of each 
bit in the byte, items such as: 


1. The unit is busy executing a previous command. 


2. A unit check has occurred. For example, a printer may 
be out of forms, or the stop key has been pressed. 


3. A control-unit end indication has occurred. This 
means that the control unit has completed functions 
required of it in the operation. 


Basic cycles in the 13m 2030 Processing Unit of 
System/360 Model 30 are either RW (Read/Write) or 
RCW (Read/Compute/Write). The RW cycle is used 
when information (one byte at a time) is read out of 
and back into storage. This cycle requires 1.5 micro- 
seconds, The RCW cycle has the additional compute 
function that is used in arithmetic operations, and the 
entire RCW cycle takes 2.25 microseconds. Note, how- 
ever, that early systems have a 2-microsecond RW and 
a 3-microsecond RCW cycle. In this publication, tim- 
ings related to a system with a 2-microsecond RW 
cycle, are shown in parentheses following the 1.5- 
microsecond system timing. For example: 

The RCW cycle requires 2.25-microseconds (for 2-micro- 
second CPU, 3 microseconds). 


Storage is binarily addressable up to 65,536 bytes in 
the Model 30. Suppose that it is desirable to address 
position 8,191. This address can be contained in two 
bytes as shown in Figure 3. You can determine the 
address represented in Figure 3 by adding the binary 
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1024 512 256 








128 64 32 16 8 4 2 1 








values that correspond to the bit positions that are set 
to l: 
4096 
2048 
1024 
512 


256 
128 


8191 


Although 16 bits are actually used in the storage address 
register in the Model 30, address lengths of up to 24 bits are 
allowed in order to maintain compatibility with other Sys- 
tem/360 models. 

Two general areas of storage are referenced in this 
publication: main storage and auxiliary storage. Prob- 
blem programs are stored in main storage. 

Auxiliary storage is composed of two storages: multi- 
plexor storage and local storage. The multiplexor stor- 
age contains the unit control words used in multiplexor 
channel operations. Each unit control word maintains 
a record of the operation of the I/O unit to which that 
unit control word applies. 

Local storage contains such items as the sixteen 
general-purpose and the four floating-point registers 
and certain other CPU working areas. Refer to Ap- 
pendix B for further information on multiplexor and 
local storages. 


Relationship to Other Models of the IBM System/360 


The compatibility rule does not apply to detail func- 
tions for which neither frequency of occurrence nor 
usefulness of results warrants identical action in all, 
models. In the following case, the operation of the 
Model 30 differs from that specified in the IBM Sys- 
tem/360 Principles of Operation Form A22-6821. 

If an error occurs on the execution of a CCW lo- 
cated at address FFF8 on a 64K Model 30, the up- 
dated CCW address stored in the CSW, is zero. If the 
Error Recovery Program subtracts 8 from this invalid 
address, a program check may result from attempting 
to use a maximum negative CCW address in recovery. 


The IBM System/360 Model 30 is a basic model of the 
System/360. It offers extensive data processing and data- 
communication facilities with compatibility to other models 
of System/360, as set forth in JBM System/360 Principles 
of Operation, GA22-6821. 

Figure 4 presents System/360 Model 30 character- 
istics (Figure 5 for 2-microsecond CPU). Figure 6 de- 
picts the characteristics of I/O channels attached to 
the Model 30 (Figure 7 for 2-microsecond CPU). 
Notice in Figures 6 and 7 that the maximum number 
of I/O units attachable to the multiplexor channel is 
224. CPU’s with 8K main storage positions, however, 
handle a maximum of 32 I/O units on the multiplexor 
channel. CPU’s with 16K or more main storage posi- 
tions can handle a maximum of 96 I/O units on the 
multiplexor channel. However, an optional, no-cost fea- 
ture can be used with Models E30 (32K) and F30 (64K) 
to increase the number of I/O units possible on the 
multiplexor channel to 224. For further information, 
refer to the Input/Output Channels section of this pub- 
lication. 


Characteristic Speed Data Width 
ce microseconds) | Bits as 


Basic Machine Cycle 



















Main Storage: 
Model C30 --8192 Bytes 
Model D30 ~- 16384 Bytes 
Model DC30 -- 24576 Bytes 
Model E30 == 32768 Bytes 
Model F30 -- 65536 Bytes 


Registers Accessible to 
Programmer: 


Sixteen General Registers * 





64 (8) Double 


Precision 


Four Floating-Point Registers * 


32 (4) Single 


Precision 






System Control: 
Read Only Storage (ROS) 


* These registers are in local storage (a storage area that is in addition 
to the main storage capacity). 


Figure 4. 1mm System/360 Model 30 CPU Characteristics 
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IBM 2030 Processing Unit 

The 1m 2030 Processing Unit provides arithmetic, 
logic, and control functions for the 1m System/360 
Model 30. A 1.5-microsecond storage cycle (2 micro- 
seconds on early system) is used to access main core 
storage, which is available in capacities of 8192, 16384, 
24576, 32768, or 65536 bytes. The Central Processing 
Unit (CPU) has a one-byte- (eight-bit-) wide data flow. 
Controlling functions are implemented by a 0.75- 
microsecond (1 microsecond in early systems) Read- 
Only Storage (ROS). 

Sixteen general registers and the four floating-point 
registers are contained in a separate area of core stor- 
age (local storage section of auxiliary storage). Stand- 
ard features of the Model 30 include: the standard 
System/360 instruction set, 8192 bytes of core storage, 
the multiplexor channel, and the system control panel 
(console). The standard System/360 instruction set 
provides I/O instructions and the basic logical and 
fixed-point binary arithmetic instruction for manipula- 
tion of data. 


Data Width 


Characteristic Bits (Bytes) 


Speed 
(in microseconds) 


Basic Machine Cycle 








Main Storage: 
Model C30 -- 8192 bytes 
Model D30 -- 16384 bytes 
Mode! E30 -~ 32768 bytes 


Model F30 -- 65536 bytes 





Registers Accessible to 
Programmer: 


Sixteen General Registers* 32 (4) 


64 (8) double 


precision 


Four Floating Point Registers* 


32 (4) single 
precision 





System Control: 
Read Only Storage (ROS) 





* These registers are in local storage (a storage area that is in addition 
to the main storage capacity). 


Figure 5. 1m System/360 Model 30 CPU Characteristics (for 
CPU with a 2-Microsecond RW Cycle) 
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Maximum Data 
Rates (in kilobytes 
Vi baci Se second) 


Channel 


Burst Mode 
(Non-Interleaved) 


Notes: 


* Depends upon other operations and data rates of attached devices. 


Maximum Control 
Units per 
Channel | Channel @ 





Maximum 1/O 
Units per 
Channel % 


For control units or devices 


that have sufficiently fast interface response times, higher channel rates may be achieved (due 


to the theoretical maximum rate of 333kb on a selector channel). 


Multiplexor channel operation 


limits the maximum aggregate rate for the two selector channels to 500kb. Also multiplexor chan- 


nel operations are affected by selector channel operations . 


@ The term control unit, as used here, is a device requiring its own cable connection to a standard 


\/O interface. 


% Depends upon size of main storage. Can be up to 224 units on the multiplexor channel only in 


models E30 and F30. 


* The maximum rate for selector channel two, if selector channel one is not running, is the same as 


selector channel one. 


# The maximum rate for selector channel two if selector channel one is running at 333kb. 


Figure 6. 18m System/360 Model 30 Channel Characteristics 


The multiplexor channel has 32 subchannels (in 8K CPU) 
that permit the simultaneous operation of up to 32 slow- 
speed serial 1/O devices in multiplex mode, or the operation 
of a single higher-speed device, with no multiplexing in burst 
mode. 


IBM 2030 Processing Unit Special Features 


These features are explained in more detail later in this 
publication or in IBM System/360 Principles of Opera- 
tion, Form A22-6821. 


Instruction Sets 


Three instruction sets are available for the Model 30. 
The standard set (not a special feature) plus the deci- 
mal feature compose the commercial set, which pro- 
vides for the decimal arithmetic and editing facilities 
important in many business applications. 

The standard set plus the floating-point arithmetic 
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feature become the scientific set, which provides the 
additional computing power required for many scien- . 
tific and statistical applications. 

The universal set, composed of the standard set 
plus the decimal and floating-point arithmetic, and stor- 
age protection (two instructions) special features, is 
provided for the user having both commercial and 
scientific applications. 

Figure 8 illustrates how these sets relate to each 
other. 


IBM 1401/1440/1460 Compatibility 


With the 1401, 1440, 1460 Compatibility special fea- 
ture, the Model 30 can execute 1401, 1440, 1460, or 
System/360 instructions. This feature reduces or elimi- 
nates the reprogramming effort necessary for applica- 
tion conversion trom the 18m 1401, 1440, or 1460 to the 
System/360, Model 30. Refer to IBM System/360 
Model 30 1401/1440/1460 Compatibility Feature, 
GA 24-3255, for a turther description. 


Maximum Data 
Rates (in kilobytes 
| pereecend) : —_| second) 


Channel 


Selector Channel 1 


Selector Channel 2 


Multiplexor Channel 
Multiplex Mode 


Burst Mode 
(Non-Interleaved) 


Notes: 


Maximum Control 
Units per 
Channel @ 





Maximum I/O 
Units per 
Channel % 


250 * 
180 # 8 


'* Depends upon other operations and data rates of attached devices. 


For control units or devices 


that have sufficiently fast response times, higher channel rates may be achieved (due to the theo- 


retical maximum rate of 275kb on a selector channel). 


Multiplexor channel operation limits the 


maximum aggregate rate for the two selector channels to 375kb. Also, multiplexor channel op~ 


erations are affected by selector channel operations 


@ The term control unit, as used here, is a device requiring its own cable connection to a standard 


1/O interface. 


% Depends upon size of main starage. Can be up to 224 units on the multiplexor channel only in 


models E30 and F30. 


+ The maximum rate for selector channel two, if selector enanne) so one is not running, is the same 


as selector channel one. 


# The maximum rate for selector channel two if selector channel one is running at 250kb and the 


multiplexor channel is not running, 
Figure 7. 


IBM 1620 Compatibility 


With this feature, the 13m System/360 Model 30 can 
execute 1620 or System/360 instructions. Therefore, 
the 1620 Compatibility feature reduces or eliminates 
the reprogramming effort necessary for application 


Standard Set 
















Plus Plus 
Floating Point Decimal Special 
Special Feature Feature 


Storage Protection 


Scientific Set Commercial Set 
Universal Set 


1BM System/360 Model 30 Instruction Sets 






Figure 8. 


1BM System/360 Model 30 Channel Characteristics (for a CPU with a 2-Microsecond RW Cycle) 


conversion from the 18M 1620 to the 18m System/360 
Model 30. Refer to IBA System/360 Model 30 1620 
Compatibility Feature, GA24-3365, for a further 
description. 


Storage Protection 


This feature provides the ability to protect storage in 
blocks of.2048 bytes as specified by the programmer. 
With this feature, a programmed protection key pre- 
vents the writing of data into a protected area of core 
storage, thereby preventing one program from destroy- 
ing another. Protection against reading data from an 
I/O device into a protected area is also provided. Pro- 
tection patterns or keys are established in the super- 
visor mode. 


Interval Timer 


This feature provides the ability to decrement a 
program-controlled count at a fixed rate. Automatic 
program interruption occurs when the count passes 
through zero. 

This feature can be used for job accounting by meas- 
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uring the duration of time for each job, for interrupt to 
prevent a run-away job from gaining control of the 
system, for time stamping, and for polling a communi- 
cation network on a regular basis (for example, every 
minute, every half-hour, etc.). 


Direct Control 


Control of a variety of special equipment (including 
non-1BM devices) is possible with this feature. Two 
instructions, READ DIRECT and WRITE DIRECT, and six 
distinct interrupt lines are included with this feature. 
Direct control is used to pass controlling and synchro- 
nizing information between the CPU and the special 
external devices. Data transfers are normally handled 
over the multiplexor or selector channels, 

Since the external interrupt feature functions are in- 
cluded in this feature, the external interrupt feature 
cannot be installed. 


External Interrupt 


The external interrupt feature provides fast program 
response for time dependent operations for which the 
data-transfer function is already provided. This feature 
has six distinct interrupt lines. 

If the direct control feature is installed, then this 
feature cannot be installed. 


Channel-to-Channel Adapter 


To interconnect two System/360 channels, using one con- 
trol-unit position on each of the connected channels, only 
one channel-to-channel adapter is required. This feature 
allows data transfers between two System/360 processing 
units. 


Selector Channels 


Selector channels permit high-speed I/O operations to be 
overlapped with processing. Eight control-unit positions 
are provided for each selector channel. Up to two selector 
channels can be attached. See the Input/Output Channels 
section of this publication for operation considerations. 


IBM 1051 Attachment 


This feature provides for the direct attachment of 
1BM 1050 system devices to the 18m 2030 Processing 
Unit. See the IBM 1050 Documentary Console section 
of this publication for further details. 
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IBM System/360 Model 30, General Organization 


Basic data flow for Model 30 is shown in Figure 9. 

The 15m 2030 Processing Unit contains all CPU 
features, the multiplexor and selector channels, core 
storage, and CPU power supplies. 

Basic elements of the data flow, such as the instruc- 
tion counter, storage address register, and instruction 
register, are employed in the conventional manner. 
The instruction counter provides the core storage ad- 
dress of the next sequential instruction to be executed. 
The storage address register receives address informa- 
tion from several sources and causes the proper storage 
location to be accessed during processing or input/out- 
put operations. The instruction register holds each in- 
struction as it is fetched and while it is interpreted for 
execution. 


Core storage is integrated with the CPU in the 
Model 30. The Model 30 uses a 1.5-microsecond read/ 
write (RW) cycle (2 microseconds in early systems) 
in which one eight-bit byte is accessed from main stor- 
age. This RW cycle can be expanded, permitting log- 
ical and compute operations to occur on a byte of data 
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Figure 9. Basic Data Flow 
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during a single access time. This expanded read/com- 
pute/write (RCW) cycle time is 2.25 microseconds (3 
microseconds in a CPU with a 2-microsecond RW 
cycle). 

In addition to the main storage that is used to con- 
tain instructions and data, the System/360 Model 30 
makes use of additional locations of core storage to 
accomplish its functions. Local storage is used to con- 
tain general-purpose registers, floating-point registers, 
and additional scratch-pad areas for the CPU. Multi- 
plexor storage is used to contain information pertain- 
ing to the subchannels of the multiplexor channel. 
Figure 10 shows the number of bytes of main storage, 
local storage, and multiplexor storage, and the number 
of subchannels provided in each model of the 2030 
processing unit. Although the local storage and multi- 
plexor storage are physically built as part of main 
storage, they are separately addressed and are not 
directly available to the programmer. (Refer to Ap- 
pendix B.) 

The additional Multiplexor Subchannels feature can 
be used only on Models E30 and F30 to increase the 
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Figure 10. 15M System/360 Model 30 Storage Allocations 


number of subchannels to 224. This feature makes it 
possible to operate a large number of low-speed com- 
munication lines and terminals. Control units that 
require shared-path subchannels (for example, tape 
drives and disk storage units) cannot be attached to 
the multiplexor channel when this feature is installed. 
This feature is an optional, no-charge item for Models 
E30 and F30. 

The 16 general registers have multiple functions and 
are key elements in address manipulations in all 
models of the System/360. These registers are used: 


® As fixed-point binary accumulators, 
® As indexing registers, 

® As sources for addresses, and 

¢ For shifting and logical operations. 


The four floating-point registers are utilized in all 
floating-point - ithmetic operations. 

The input/output channels of the Model 30 are 
completely integrated with the CPU. The Model 30 
provides up to three I/O channels: two selector and 
one multiplexor. The selector channels operate in an 
overlapped fashion with the CPU program, accessing 
storage for one RW cycle for each byte of data trans- 
ferred. The multiplexor channel operates in either 
burst mode, in which one I/O device requires the full 
capacity of the channel, or in multiplex mode, in which 
several I/O operations are sustained on several sub- 
channels of the channel. 

The 2030 processing unit data flow utilizes eight-bit 
registers, which are connected to a system of data 
transfer busses, and an Arithmetic Logic Unit (ALU) 
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capable of handling two 8-bit inputs at a time. During 
packed-decimal: arithmetic operations, for example, 
two pairs of decimal digits from the two data fields 
can be operated upon at the same time yielding a two- 
digit result byte for each cycle of the operation. In 
packed-decimal operations, the sign is contained in the 
four low-order bits of the low-order byte. 

The basic data-flow registers have the following 
designations and functions (Figure 11): 


Name Usual Function 

I,J, U, V, and T Address registers. 

N Main storage address registers. 

Holds length of data field. 

General-purpose data register. 

Storage data register. 

Status registers: retain machine conditions 
and status for testing by the microprogram 
control routines. 

Priority status register. 

A-entry to the ALU. 

B-entry to the ALU. 

Extemal interrupt register (console interrupt 
section standard). 

Storage protection key (special feature). 

Read-only-storage address registers. 

Read-only-storage back-up address registers 
for multiplexor channel break-in. 

Read-only-storage address registers for either 
selector channel (special feature) opera- 
tions. 
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These registers, the arithmetic and logic unit, and the 
data-transfer busses are manipulated by the control ele- 
ment, the read-only-storage microprogram (part of the 
circuitry and not written by the problem programmer), 
during instruction execution. 

Additional registers are added to the bus system 
when the associated special features are installed. 


The control functions in the Model 30 are executed 
by Read-Only Storage (ROS), which contains se- 
quences of micro-instructions, These micro-instructions 
contro] the sequence of data manipulations through 
the Model 30 data flow, and to and from core storage. 
Each CPU instruction is interpreted and executed by a 
series of micro-instructions accessed from the read- 
only-storage unit. Functions such as indexing of stor- 
age address are executed as part of these sequences. 


Note: The programmer need not concern himself with the read- 
only-storage microprogram. 
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Input/Output Devices 


See JBM System/360 Model 30, Configurator, GA24-3232, 
and JBM System/360 Input/Output Configurators, 
GA22-6823, to determine what I/O devices are available. 
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The 18m System/360 can have two types of input/ 
output channels: multiplexor and selector. 

Operations on the multiplexor channel are per- 
formed either in burst mode for high-speed I/O de- 
vices, or in multiplex mode for slower-speed I/O 
devices (Figure 12). 

When operating in the burst mode, a single I/O 
device captures the multiplexor channel and does not 
release it from the time it is selected until the last 
byte has been serviced. 

In the multiplex mode, the single data path of the 
channel can be time-shared by a large number of 
low-speed I/O devices operating simultaneously. The 
channel multiplexes data to or from them, on demand 
in groups of bytes as determined and specie! by the 
particular I/O device being serviced. 

The multiplexor channel allows attachment of up to 
eight control units, with provision to control up to 96 
I/O devices (32 with 8K CPU) simultaneously. 

Refer to Figures 6 and 7 for multiplexor channel 
data rates. 

At the user’s option (no cost), the number of multi- 
plexor subchannels (in Models E30 and F30 only) can 
be increased to 224. This expansion makes it possible 
td operate a large number of low-speed communica- 
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Figure 12. Channel Data Modes 
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tion lines and terminals. However, control units that 
require shared-path subchannels (for example, tape 
drives and disk storage units) cannot be attached to 
the multiplexor channel when this expansion to 224 
subchannels is installed in the system. 

The two selector channels (each one a special fea- 
ture) are capable of handling high-speed I/O units. 
The data flow from these units is overlapped with 
processing cycles. Each selector channel can accom- 
modate up to eight control units and can address up to 
256 I/O units. These channels operate only in burst 
mode. Only one I/O unit per selector channel can be 
engaged in the transfer of data at one time. For se- 
lector-channel data rates, refer to Figures 6 and 7. Both 
the multiplexor channel and the selector channel oper- 
ate from the same instruction and command formats 
used for all System/360 models. The starr 1/o instruc- 
tion is used to initiate command sequences to be per- 
formed by the channel and to specify the channel and 
I/O unit to which the sequence applies. 

The formats of the start 1/o instruction and the 
Channel Command Words (CCW), used to cause the 
performance of I/O functions by the channels, are de- 
scribed in IBM System/360 Principles of Operation, 
Form A22-6821. Further details, pertaining to particu- 
lar I/O devices, can be found in the publications de- 
scribing those devices. Refer to IBM System/360 Bib- 
liography, GA22-6822, for a listing of the publica- 
tions describing these devices. 

The commands: READ, READ BACKWARD, WRITE, CON- 
TROL, and SENSE are handled by the channels and di- 
rected to the units attached. The command TRANSFER 
IN CHANNEL (TIC) is handled as an internal channel 
function. 

The three other CPU I/O instructions implemented 
for the multiplexor and selector channels are: TEsT 1/0, 
HALT 1/0, and TEST CHANNEL. Also, the storage protec- 
tion function (special feature) is provided in the I/O 
area as well as for CPU main storage. 


Channel Restrictions on the Model 30 


1. Command chaining must be used for operation of all 
I/O devices attached to the IBM 2841 Storage Control 
(IBM 2302 Disk Storage, IBM 2311 Disk Storage, IBM 
2321 Data Cell, IBM 2314 Direct Access Storage 
Facility, or IBM 7320 Drum Storage). If desired, com- 
mand chaining can be used with any IBM System/360 


Model 30 I/O device. 
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2. Initiation of a burst-mode operation on the standard 
multiplexor channel prevents any further instruc- 
tion execution until the data transfer is satisfactorily 
completed. 


3. Execution of instructions is suspended until the com- 
pletion of data transfers for buffered devices (such 
as 1443, 1445, and devices controlled by the 2821) 
attached to the multiplexor channel. 


4, Data chaining cannot be used with I/O devices that 
transfer data to the CPU before the required time 
for the data-chaining operation can be completed 
(for example, a 90kc device). 


5. Assume that an 18nM 2841 Storage Control is attached 
to one channel and an 18M 2841 Storage Control is 
attached to a second channel. If devices attached to 
these control units are time-dependent upon com- 
mand chaining, then simultaneous operation of these 
devices on both channels may result in overrun and 
the operation will then have to be repeated. 


6. Calculation of channel loading values for System/ 
360 Model 30 is described in IBM System/360 
Model 30 Channel Characteristics and Functional 
Evaluation, GA.24-3411. 


Multiplexor Channel 


General Organization and Operation 


The multiplexor channel of the Model 30 is composed 
of 32 subchannels (96 in a system with 16K or more 
storage position) each of which is capable of con- 
trolling one input/output operation concurrent with 
other subchannel operations, selector channel opera- 
tions, and CPU processing. The multiplexor channel is 
shown conceptually in Figure 13. 

Each subchannel has its functional control elements 
contained in its Unit Control Word (UCW). These 
are contained in MPX (multiplexor) storage. The CPU 
data flow registers and special read-only-storage, 
microprogram routines are utilized to perform the 
multiplexor channel operations. These operations con- 
sist of updating the main storage address to or from 
which data is moved, decrementing the count for each 
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Figure 13. Conceptual Multiplexor Channel Organization 
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byte transferred, and of appropriate ending routines 
(such as storing of status). Each UCW contains 64 bits 
of information. 

As each device requests service, its unit control 
word is brought out to the channel, used, updated, and 
restored when the required operation has been com- 
pleted. Hence, a running record of the operation being 
performed by each operating device is stored in the 
UCW that pertains to that I/O device. 

Each request for service for an I/O unit causes a 
suspension in CPU processing at the end of any RW or 
RCW cycle, and initiates a series of microprogram 
steps which: 


1. Cause the CPU data flow registers to be stored (tempo- 
_Tarily) in local storage, 


2. Cause the proper subchannel information to be read 
out from the appropriate UCW location in the MPX 
storage, 


3. Effect the data-access cycle and the updating of the 
UCW count and data address fields, 


4, Restore the updated UCW into the MPX storage, 


5. Re-establish the CPU registers from temporary 
storage, and 


6. Resume the CPU processing routine. 


Note: This multiplexor share cycle requires a total of 62.25 
microseconds (steps 1 through 6). In a 2-microsecond CPU, the 
time is 83 microseconds. 

Step 3 is immediately repeated if another request 
for data service is detected from the same unit. This 
multi-byte process continues until the device has been 
satisfactorily serviced. This may approach full burst 
mode, depending on the device. If, upon completion 
of step 4, another request for a share cycle is out- 
standing, step 5 is eliminated, and the loop is closed 
and begun at step 2. This affords a faster servicing 
loop, eliminating CPU store and restore cycles. 

When the Model 30 operates the multiplexor chan- 
nel in the burst mode, no instruction execution occurs. 
Selector-channel operations already in progress con- 
tinue with the data-access cycles overlapped with the 
multiplexor channel burst operations. 


Multi-Byte and Burst Modes on the Multiplexor 
Channel 


The multiplexor channel is designed so that multi-byte 
bursts of data can be transferred between main storage 
and I/O units designed to operate in this fashion. 
After the transfer of the first byte, a minimum of 3.75 
microseconds per byte (5 microseconds in a CPU with 
a 2-microsecond RW cycle) is added to the share cycle 
time for the particular I/O unit. The byte time to be 


added is actually the data-transfer-cycle rate of the 
device. This permits the multiplexor channel to oper- 
ate (like a selector channel) at a maximum data-hand- 
ling rate of 267kc (200kc in a CPU with a 2-microsec- 
ond RW cycle) or to transfer data in short bursts to 
prevent a device from monopolizing the channel. This 
multi-byte technique can be advantageously used 
when, for example, the 13m 2821 Control Unit is at- 
tached to the channel together with other units that 
require the multiplex mode of operation. 


Priority of Device Operation 


The priority with which I/O service requests are proc- 
essed depends upon the sequence of the device attach- 
ments to the standard interface cable of the multi- 
plexor channel. This is illustrated in Figurés 14 and 15. 

In Figure 14, the priority for acknowledgment of 
service requests is C, B, A. That is, unit C is serviced 
first in case of simultaneous requests from either of the 
other two units. In Figure 15, the priority is B, C, A, 
because unit B is now the first unit encountered on the 
select signal line. The assignment of this priority is 
done at installation time. 

The method used to service a device on the multi- 
plexor channel requires that, in order to obtain maxi- 
mum throughput, devices must be attached to the 
channel in a certain sequence. 

When a device is ready to send or receive a byte of 
data, then that device raises a request-in line in the 
interface cable. The channel then sends the select 
signal over the interface cable. This signal is sent 
serially to each control unit connection on the inter- 
face cable. Each control unit, if it does not require 
service, allows the select signal to proceed to the next 
control unit. When the select signal reaches a control 
unit that requires service, further propagation of the 
select signal is blocked; that is, it does not proceed to 
any other control unit on the cable (see Figures 14 and 
15). The control unit at which the signal was stopped 
then secures temporary use of the interface data and 
signal paths so that data or status information can be 
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transferred. After the data or status information has 
been handled, the interface becomes available to the 
other units. Polling starts again when another request 
for service is recognized. If simultaneous requests for 
two units occur, the one closer (electrically) to the 
channel is serviced first. Therefore, priority of servicing 
is in the same order as the physical positioning of the 
control units on the select line of the I/O interface. 
An I/O interface connection can be used by a single 
control unit and attached I/O unit, a single control 
unit controlling multiple I/O units (one at a time), or 
multiple control units each of which controls one I/O 
device. (Refer to the Control Unit Connection to Stand- 
ard I/O Interface section.) 

Priority of servicing devices on the channel is de- 
termined by the following basic considerations: 


1. Buffered units can be delayed without losing data. 
The information is contained in the buffer until 
needed and, hence, operation does not depend upon 
the speed of operation of the actual device that is 
buffered. For example, a 1403 print cycle docs not 
affect the movement of data from main storage to 
the 1403 buffer. Once the 1403 buffer is loaded, the 
transfer of data is complete as far as the channel is 
concerned. 


2. Synchronous unbuffered devices, once started, can- 
not be delayed without loss of data. For example, 
suppose that a serial unbuffered card reader has 
started a read cycle. Because the data read from the 
card is unbuffered, the channel must accept that 
data as it is read. 


3. Asynchronous unbuffered units operate, on demand, 
for each character cycle. Examples here are the 
1442 punch and 1050 documentary console units. 
These units do not overrun, but they lose speed if 
not serviced at their maximum speed. 


Because synchronous unbuffered devices cannot be 
delayed, they must be placed first, in order of priority, 
on the channel. If simultaneous requests occur, from 
both a buffered and a synchronous unbuffered device, 
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then the select signal is stopped by the unbuffered de- 
vice before it reaches the buffered device. The unbuf- 
fered device can then proceed and not have to wait 
for a possible buffered device operation to be com- 
pleted. This is desirable because the synchronous un- 
buffered device must have access to the channel when 
it has a data byte ready for transfer. 

Also, higher-speed synchronous unbuffered devices 
require priority over slower-speed synchronous un- 
buffered devices. The higher-speed unbuffered devices 
have a shorter time in which they can wait before they 
must transfer a byte of data. Therefore, the higher- 
speed synchronous unbuffered devices should be posi- 
tioned first, in priority, within the synchronous un- 
buffered device group. 

A further condition must be considered for the 
buffered device group because there are basically two 
kinds of devices in the buffered group: 


1. Asynchronous 
2. Synchronous 


An example of an asynchronous device is the 1403 
printer. For the 1403 printer, there is a specific waiting 
time before printing can begin. If loading of the buffer 
is completed after the waiting time, then printing can 
begin. Asynchronous buffered devices should be placed 
last in priority within the buffered group. 

On the other hand, synchronous buffered devices 
should be placed first, in order of priority, within the 
buffered group. An example here is the 15m 2540 Card 
Reader. In 2540 reader operations, card feeding is 
under control of mechanical clutches, whose engaging 
points are 4% cycle apart. Assume that card-feed cycle 
is in progress in the read feed. Toward the end of the 
cycle, at a predetermined point (that is, device end), 
the 2540 reader can receive another command to read 
so that the contents of its buffer will be sent to the 
channel. If, for some reason, this buffer transmission 
is delayed past the next normal clutch point, the clutch- 
ing mechanism cannot be engaged until the following 
clutching point (% cycle away, in time). In this case, 
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card reading speed drops to % of full speed. There- 
fore, this synchronous buffered device should be placed 
in a position of higher priority than asynchronous buf- 
fered devices. 

The 18M 2520 Card Read-Punch is handled some- 
what differently than other devices. Card reading in 
the 2520 is synchronously unbuffered and serial, al- 
though card punching is buffered. Therefore, if only 
one 2520 is used, and both reading and punching are 
performed, then that 2520 must be placed between 
the serial unbuffered devices and the buffered devices. 

If however, more than one 2520 is used and all 2520's 
are punching and reading, then the unit of highest 
priority (the card reader, which is unbuffered) should 
be started first (assume that the punch buffer is al- 
ready loaded) and then the second card punch should 
be started. This situation is rare, however, because it 
implies that more than one 2520 is used in a punch- 
back operation (that is, punching is being done in the 
card previously read). 

If the 2520 is only reading or only punching, it can 
be placed in the channel priority arrangement accord- 


ing to the rules for I/O priority already described. 


Summary of Priority Attachment 


Devices should be connected to the multiplexor chan- 
nel interface cable in the following order of descending 
priority for most efficient operation: 


1. Synchronous unbuffered serial devices (for example, 
2501 and 2702). Within this group, the devices 
should be placed in descending priority order of 
their waiting time intervals. The devices with short- 
est waiting time are placed first within this group. 


2. Synchronous buffered units (e.g., 2540 and 2520). 
Within this group, devices with the shortest waiting 
time should be placed first. 


3. Asynchronous buffered units (e.g., 1443 and 1403). 
Within this group, devices with the shortest waiting 
time should be placed first. 


4, Burst-mode devices which are time-dependent on 


command chaining (e.g., 2311). 
5. Other burst-mode devices. 


6. Asynchronous unbuffered devices (e.g., 1050 docu- 
mentary console). . 


As a special exception to this priority attachment, the 
channel-to-channel adapter is placed, by its design, at 
the highest priority position on the cable even though 
it is a burst-mode device. 

The 1050 console does not count as one of the eight 
possible control unit attachments. However, it can be 
given either the highest or lowest priority to all other 
possible device attachments. It is suggested that it be 
given the lowest priority such that its adapter will not 
delay the select signal propagation in command chain- 
ing some other unit on the cable. 

For more detailed considerations of priority attach- 
ments of I/O units, refer to IBM System/360 Model 30 
Channel Characteristics and Functional Evaluation, 
GA 24-3411. 


Control-Unit Connection to Standard I/O Interface 


Up to eight control units can be connected to a chan- 
nel in System/360 Model 30. However, connection of 
control units to the I/O interface can be thought of in 
one of three ways, depending upon the units involved: 


1, A single control unit that controls one I/O unit can 
be connected to the channel. An example is the 1m 
1443 Printer. The control unit for the 1443 is con- 
tained in the 1443 itself. When the 1443 is connected 
to a channel, one of the eight I/O interface posi- 
tions is used. 


2. A single control unit that services the requirements 
of several I/O units (one at a time) can be connected 
to the channel. An example of this arrangement is 
an 1BM 2841 Storage Control Unit and attached 
direct-access storage units. The 2841 is a single con- 
trol unit that provides for servicing of only one of 
its attached I/O units at a time. (Up to eight access 
mechanisms can be attached to the 2841). Again, the 
2841 requires use of one of the eight positions on 
the I/O interface. Here, however, multiple units are 
serviced (one at a time) by the control unit. 


3. The third situation occurs when several control 
units are contained in one unit that is itself called a 
control unit. Each of the separate control units serv- 
ices one I/O device. An example is the 1mm 2821 
Control Unit, which concurrently services 1mm 1403 
or 1404 Printers, and the rm 2540 Card Read- 
Punch. Each of the attached I/O devices has its own 
control unit contained in the 2821. The 2821 uses 
only one of the eight positions on the I/O interface. 


Note that while not more than eight interface attach- 
ments can be made to a channel, the number of I/O 
units attached can be greater than eight. For example, 
one interface adapter is used to attach a 2841 control 
unit which can control up to eight access mechanisms. 

Also, note that, as a special case, the 13m 1050 Docu- 
mentary Console devices do not use up one of the eight 
possible connections to the channel. 


Unit Addressing Method 


Before a command can be sent to the control unit of a 
device, the device must be addressed. The address is 
derived from a sTaRT 1/o instruction and consists of 11 
bits of information. The channel’s address is contained 
in the three high-order bits, and the address of the 
device is in the eight low-order bits, as follows: 


Device Address 
3456789 10 
Notice here that up to 256 different addresses can be 
developed in the eight low-order bits. That is, the 
addresses in the eight low-order bits can range from: 


Channel Address 
Bit position 01 2 


Binary Value Decimal Value 


00000000 
to to 
11111111 255 


Any of the 256 addresses can be used to designate 
a device on a selector channel. In 18m System/360 
Model 30 there can be a maximum of two selector 
channels (special features). The two selector channel 
addresses are: 


Selector Channel Channel Address 
1 001 
2 010 


Therefore, the 1]-bit addresses used with selector 
channel devices have the following ranges: 
Selector Channel 


Two Addresses 
010 0000 0000 


Selector Channel 
One Addresses 
001 0000 0000 


to to 
001 1111 1111 010 1111 1111 


Recall that up to eight connections can be made to 
the standard I/O interface. This restriction, however, 
does not limit, to eight, the number of attached I/O 
units. For clarification of this subject, refer to the 
Control Unit Connection to Standard I/O Interface 
section of this publication. 

A different situation exists for device addressing on 
the multiplexor channel. Device addressing on the 
multiplexor channel is dependent upon how the device 
and its control unit operate with the channel. For de- 
vices that have exclusive use of a control unit, the 
high-order bit of the unit address is set to a value of 
zero. Examples of such devices are: 
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1. The 1443 printer. The control unit for the 1443 
printer is in the 1443 printer and it is for the ex- 
clusive use of the 1443. 


2. The 1403 printers and 2540 card read-punch. Each 
1403 printer, attached to a 2821 control unit, has a 
control unit (for its exclusive use) contained in the 
2821. If three 1403 printers are attached to a 2821, 
then there are three separate control units in the 
2821, one for each 1403. If a 2540 is attached to the 
same 2821, then the 2540 reader and 2540 punch 
each has its own separate control unit contained in 
the 2821. 


The high-order bit of the unit address also has a value 
of zero for devices that operate simultaneously, but all 
of which use the same control unit. This situation oc- 
curs for a communications multiplexor, which controls 
a number of terminals that are operating simultane- 
ously. 

For these two kinds of devices (those that have ex- 
clusive use of a control unit or those that operate simul- 
taneously with a single control unit), the device addresses 
range, in a System/360 Model 30 with 8192 positions of 
main storage, from: 


Binary Address Decimal Value 
0000 0000 0 
to to 
OOO1 1111 31 


The restriction of 32 device addresses (maximum) is 
caused by the amount of special storage (multiplexor 
storage) available for channel use in a Model 30 with 
8,192 positions of main storage. 

All other System/360 Model 30 processing units have 
at least 16,384 positions of main storage. These other 
models have 96 unit addresses available for use by this cate- 
gory of unit on the multiplexor channel. Hence unit 
addresses (with a high-order bit value of zero) in a Model 30 
with 16,384 or more positions of main storage range from: 


Binary Address Decimal Value 


0000 0000 0 
to to 
0101 1111 95 


The multiplexor channel address (three high-order bits 
of the 11-bit address) is 000. Hence, the valid ranges 
for the addresses (with high-order bit of unit address 
set to a zero value) are: 


Multiplexor Channel 
Valid Addresses 


Processing Unit 
Main-Storage Positions 


8192 000 0000 0000 to 000 0001 1111 

16384 (or more) 000 0000 0000 to 000 0101 1111 
Consequently, the following addresses are invalid: 

Processing Unit Multiplexor Channel 
Main-Storage Positions Invalid Addresses 


000 0010 0000 fo 000 0111 1111 
000 0110 0000 to 000 O1]11 1111 


8192 
16384 (or more) 
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Note that System/360 Model 30 processing units with 
32,768 or more positions of main storage can have a special 
feature that permits addressing of up to 224 units. This 
feature, however, excludes use of shared control units 
and their method of addressing, which we shall now con- 
sider, 

Certain types of I/O units (such as magnetic tape 
drives) share a single control unit. For these devices, 
only one of the I/O units can transmit data at a time. 
For example, consider two tape drives (A and B) at- 
tached to a control unit. If tape drive A is transmitting 
data, then tape drive B cannot transmit data until tape 
drive A has completed its operation. Here, only one 
multiplexor channel subchannel is provided for the 
control unit that controls the two tape drives. For this 
situation, the device address must have its high-order 
bit set to a value of one. The next three high-order bits 
designate the shared control unit of the attached de- 
vices. The low-order four bits designate the address of 
devices attached to the shared control unit. The ad- 
dresses for shared control units range from: 


Multiplexor Shared Control- 
Channel Address Unit Address | Device Address* 
000 1000 XXXX 
to 
000 1111 XXXX 


*XXXX can range from 0000 to 1111 for each value of the 
shared control unit address. 

Notice that only three bits are used to address the 
shared control unit. The number of shared control 
units that can be addressed is then: 


Binary Address Decimal Value 


000 0 
to to 
111 7 


We have considered two kinds of addresses on the 
multiplexor channel: 


1. Those in which the high-order bit of the unit ad- 
dress has a value of zero. 


2. Those in which the high-order bit of the unit ad- 
dress has a value of one. 


An important point to note is that, in certain cases, 
the unit using a shared contro] unit and the unit using 
a single control unit (that is, the two types of addresses 
considered) could conceivably use the same subchan- 
nel in the multiplexor channel. That is, to the multi- 
plexor channel, the unit address 0000 0001 is inter- 
preted in the same way as unit address 1001 XXXX 
(where the X’s represent the address of a device at- 
tached to a shared contro] unit). 

Now if both of the units, to which these addresses 
apply, were operating at the same time, they would 
both use the same UCW (Unit Control Word) in multi- 


plexor storage. Because a subchannel can keep track of 
only one unit’s operation at a time, an attempt to keep 
track of two operations simultaneously with the same 
subchannel (UCW) would cause meaningless informa- 
tion to be stored in the special subchannel storage. 
Therefore, the first eight subchannels are shared on a 
mutually exclusive basis between the first eight single 
control-unit addresses and the eight possible shared 
control-unit addresses. 

Hence, if a unit address, listed in a column of the 
following table, is used on the multiplexor channel, 
then the corresponding address in the other column 
cannot be used: 


Single Control Unit Shared Control Unit 
0000 0000 1000 XXXX 
0000 0001 1001 XXXX 
0000 0010 1010 XXXX 
0000 0011 1011 XXXX 
0000 0100 1100 XXXX 
0000 0101 1101 XXXX 
0000 0110 1110 XXXX 
0000 0111 1111 XXXX 


These are the only mutually exclusive addresses for the 
multiplexor channel. 

At the installation of the system, the customer engi- 
neer sets in each I/O device and control unit the bit 
address desired for a unit, within the limits imposed 
by the foregoing rules. 

Refer to Appendix B for I/O unit addresses that 
correspond to unit control word addresses in the multi- 
plexor storages. 


Selector Channels 


Two selector channels (each a special feature) are 
available on the 13m System/360 Model 30. 

When the program calls for an I/O operation, the 
CPU loads a CCW into the channel and initiates the 
operation. The CPU may then proceed with its pro- 
gram while the channel controls the transfer of data 
between storage and the I/O unit. During operation, 
the selector channel steals a storage cycle whenever 
a byte of data must be transferred into or out of stor- 
age. When the transfer of data has been completed, 
the channel interrupts the CPU and informs it of the 
results of the operation by storing a Channel Status 
Word (CSW) in storage. 

Selector channels operate only in burst mode, steal- 
ing storage cycles as they are needed. 

The selector channel is designed to be used pri- 
marily with high-speed devices such as magnetic tape 
and disk file units. However, if desired, any of the 
low-speed devices equipped with the System/360 
standard I/O interface can be operated on the selector 
channel. 


Selector Channel Organization and Operation 


Each selector channel contains registers that hold the 
command code, maintain the data address, hold the 
byte count of data to be transferred under the current 
CCW, and hold the flags to control the current chan- 
nel action and condition its next action. The data ad- 
dress and byte count are used and updated for each 
byte transferred. The flags are used to control further 
action when a transfer of data for a CCW is complete, 
or to indicate conditions of some other kind of termi- 
nation. The next channel command word address is 
maintained in local storage to provide the storage lo- 
cation of the next CCW on command-chaining and 
data-chaining operations. 

In addition, each selector channel has a data regis- 
ter (buffer) to hold data in its passage between main 
storage and the I/O device. 

In the Model 30 during selector-channel read/write 
I/O cycles, the byte count and data address registers 
are updated independently of the CPU. Only one stor- 
age cycle is used to accomplish the actual data transfer 
between main storage and the respective channel. 
When either data chaining or command chaining is 
initiated, however, the control sequences are provided 
by microprogram routines within read-only storage. 
During these channel operations, the CPU program is 
interrupted for the length of time required to establish 
the next CCW address and read out the next CCW. 

The selector-channel data buffer register in the 
Model 30 provides one byte of buffering in addition 
to that which may be offered by the device. For exam- 
ple, this buffer when empty accepts a byte immedi- 
ately when it is offered by the device and holds it 
(pending its access to main storage). In the meantime, 
another byte is being processed by the device. Access 
to main storage may be delayed as much as 2.25 micro- 
seconds (3 microseconds in a CPU with a RW cycle of 
2 microseconds) by an RCW cycle before an RW cycle 
is allocated to the channel. By the time this transfer 
from buffer to main storage is completed, the buffer 
may immediately accept the next character for transfer 
on the next RW cycle if the device has indicated it is 
waiting. 

Time-sharing of main storage by two sclector chan- 
nels is indicated in Figure 16. This operation assumes 
that no multiplexor channel requests are occurring. If 
the multiplexor channel is operating, the capacity of 
the second selector channel is reduced because of a cir- 
cuit that prevents the selector channels from using all 
available storage cycles and locking out the multi- 
plexor channel. Note also that when the selector chan- 
nels are operating, the maximum data rate of the multi- 
plexor channel is reduced accordingly. 


Time 0 12 3 4 5 6 7 8 Y 10 12 12 13 14 


15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 


COOL 





Main Storage 


R W 










{PEPE re 


Legend: | C) Byte request (by I/O device) 
i Byte accept (by selector channel) 
A or V Byte transfer into storage 


Figure 16. Time Sharing for Two Read Operations 
Channel Loading and Interaction 


Data Transfer 


When both kinds of channels (multiplexor and selector) 
are operating simultaneously, the CPU is, in fact, the 
multiplexing channel. Selector-channel storage-cycle 
stealing causes the stoppage of the CPU program for 
1.5 microseconds (2 microseconds in a CPU with a 2- 
microsecond RW cycle). Thus, every selector-channel 
data-access cycle adds this time to any simultaneously 
operating microprogram, such as the multiplexor-share 
or multiplexor-burst microprogram. The multiplexor 
channel is limited, in simultaneous operations, to cycles 
left available by selector-channel operations in prog- 


ress. A storage priority scheme allocates storage cycles. 


to the selector channel and the multiplexor channel 
such that when all three channels are in operation con- 
currently the selector channels do not prevent storage 
cycle accesses by the multiplexor channel. When the 
channels are operating, they take priority over the 
CPU, and the CPU uses the cycles that remain after 
the requirements of the channels are satisfied. 

When both the multiplexor and the selector channels 
are operating concurrently, the maximum data rate of 
the multiplexor channel is reduced. This rate reduction 
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RW Read/Write Storage cycle 


RCW Read/Compute/Write Storage cycle 


is different for different modes of operation on the se- 
lector channels. It is necessary for the programmer to 
consider the aggregate data rates of operating 1/O 
units (fastest case) in order to prevent the possibility 
of overruns (more storage requests than storage cycles 
available). He should also consider the interference 
caused by data chaining and command chaining. The 
procedures used to determine channel-loading limits 
are described in IBM System/360 Model 30 Channel 
Characteristics and Functional Evaluation, GA24- 3411. 


Command Chaining and Data Chaining 


Command or data chaining in the selector channel is 
done by forced branching to a microprogram that has 
priority over the multiplexor microprogram. Thus, 
when chaining occurs in the selector channel, multi- 
plexor channel cycle time is increased by the cycle 
time required for this chaining. Furthermore, the 
selector-channel chaining time may be elongated if the 
other selector channel steals main-storage cycles for 
data transfers. 

For information on chaining times and interactions 
of other operations with chaining, refer to IBM System/ 
360 Model 30 Channel Characteristics and Functional 
Evaluation, Form A24-3411. 


The physical organization of the Model 30, with its 
single-byte access per main-storage cycle design, re- 
sults in serial-by-byte operation. 

The Model 30, while interpreting and executing a 
program instruction, accomplishes a number of read/ 
write storage cycles, A complete storage cycle (i.e., a 
read and write) must be performed before the CPU 
allows a channel to access main storage for data. An 
interrupt, however, can only occur when the preceding 
instruction is finished and the next instruction is not 
yet started. Certain interrupts have priority over others 
when two or more occur simultaneously. The lower 
priority interrupt will be held pending until the higher 
priority interrupt is completed. Therefore, the data 
flow and the main core storage of the Model 30 are 
time-shared among several functions. Channel, interval 
timer, and programming priority are determined as 
follows: 

1. Data transfer of selector channels. Channel 1 has 
priority in case of simultaneous requests. 


2. Selector-channel._ chaining. Channel 1 has priority 
in simultaneous requests, but once an operation is 
started on this priority, no other operation of equal 
priority can interrupt. 

3. Multiplexor-channel service requests. 


4. Interval-timer storage requests. On the Model 30, 
the interval-timer storage locations are updated only 
between CPU instructions. 


5. Execution of program steps. 


Storage overrun conditions can occur if I/O channel — 


operations are programmed beyond the response capa- 
bility of the system. For further information, refer to 
IBM System/360 Model 30 Channel Characteristics 
and Functional Evaluation, GA24-3411. 


Instruction Timing Information 


Instruction timing charts (Figure 17) provide average 
instruction times, in microseconds, for the 13M System/ 
360 Model 30. (For the CPU with a 2-microsecond RW 
cycle, see Figure 18.) All times for instructions that 
reference main storage include the time required for 
generating an address using one general register (base) 
and the displacement value. For those instructions 
which may include an index register (all RX format 
Instructions), 4.5 microseconds (6.0 microseconds in a 
CPU with a 2-microsecond RW cycle) must be added 
to the basic time given in the charts if an index register 
is specified. 


Model 30 CPU Timings and Priorities 


Those instructions which may use an index register 
are highlighted by an asterisk in the chart. 

The instructions that may be indexed a second time 
are highlighted by an asterisk in the chart. 

The following assumptions were used in the devel- 
opment of these instruction timing charts. 


Variable-Length Field Instructions 


1, For decimal-add and decimal-subtract instructions, 
the first operand (the destination field) is assumed 
to be greater than, or equal to, the length of the 
second operand (the source field). 


2. For decimal-add and decimal-subtract instructions, 
recomplementation time is not included in the times 
given. 


3. In the EDIT AND MARK (EDMKk) instruction, an ad- 
dress is stored once. That is, this instruction is used 
with a single field or a line with only one numeric 
field rather than a complete print line. 


4. In the TRANSLATE AND TEST (TRI) instruction, it is 
assumed that a non-zero byte from the Translate 
and Test table is found. 


Floating-Point Instructions 


The instruction times for the floating-point instructions 
depend upon the number of hexadecimal digits that 
are preshifted and postshifted, as well as the number 
of times recomplementation of a result occurs. The 
times given in the instruction timetables for floating- 
point instructions are a weighted average of these 
variables. 


Legend for Timing Formulas (Figures 17 and 18) 


B Number of pairs of characters compared in find- 
_ ing the highest-order unequal pair. 

H Number of significant hexadecimal digits in the 
binary form of the number being converted. 

N Total number of bytes in field. 

N, Total number of bytes in first operand. . 

No Total number of bytes in second operand. 

V For divide decimal and multiply decimal. 


V = N, — No, which is the number of bytes 
in the multiplier or quotient. 


M Maximum of N, and Ng. 

* Index register may be specified. 
DEC ‘Decimal Arithmetic feature. 

FP Floating-Point Arithmetic feature. 
PROT Storage Protection feature. 


RD/WD Read Direct/Write Direct feature. 
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Figure 17. 1eM System/360 Model 30 Instruction Timing Chart (for CPU with 1.5-Microsecond Storage Cycle), Part 1 of 4 
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Figure 17. 18M System/360 Model 30 Instruction Timing Chart (for CPU with 1.5-Microsecond Storage Cycle), Part 2 of 4 
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Figure 17. 1mm System/360 Model 30 Instruction Timing Chart (for CPU with 1.5-Microsecond Storage Cycle), Part 3 of 4 
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Figure 17. 13m System/360 Model 30 Instruction Timing Chart (for CPU with 1.5-Microsecond Storage Cycle), Part 4 of 4 


Interval Timer 


The Model 30 Interval Timer (special feature) oper- 
ates at a fixed cycle rate of 16.7 milliseconds (60-cycle 
system power-supply input) or 20 milliseconds (50- 
cycle power). The microprogram controls the decre- 
menting of the timer. . 

The interval-timer microprogram requires 7.5 to 
13.5 microseconds (10 to 18 microseconds in a CPU 
with a 2-microsecond RW cycle) per count depending 
upon whether there is a carry in the count. This cycle 
occurs asynchronously with respect to the stored pro- 
gram and I/O operations. 

Back-up register is provided with the timer feature 
to accumulate automatically a count of up to 16 inter- 
vals of time, if main storage cannot be accessed be- 
cause of prolonged I/O or direct control operations. 


This feature permits a delay of up to 277 milliseconds 
between timer count references without loss of the 


count. 


I/O Interruption 


An I/O interruption requires about 78 microseconds 
(104 microseconds in a CPU with a 2-microsecond RW 
cycle) for execution. This includes: the storing of the 
old PSW, the read-out of the new (I/O) PSW, and the 
formation of the CSW (Channel Status Word). 


Other Program Interruptions 


Other program interruptions require 41 microseconds 
(54 microseconds in a CPU with a 2-microsecond RW 
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Figure 18. 13m System/360 Model 30 Instruction Timing Chart (for CPU with 2-Microsecond Storage Cycle), Part 1 of 4 
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Figure 18, 18m System/360 Model 30 Instruction Timing Chart (for CPU with 2-Microsecond Storage Cycle), Part 2 of 4 
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cycle) execution time. A supervisor call interrupt re- 
quires 44 microseconds (58 microseconds in a CPU 
with a 2-microsecond RW cycle). 


Diagnose Instruction 


In 18M System/360 Model 30, the piAcGNosE instruction 
is used to branch to a read-only-storage address, speci- 
fied by the B, and D, fields in the pracNoss instruction. 
Certain compatibility operation codes are activated 
by the setting in the I, field of the pIAGNosE instruction. 
For further information, refer to the IBM System/360 
Model 30 1401/1440/1460 Compatibility Feature, Form 
A24-3255. The format and general description of the 
DIAGNOSE instruction are described in IBM System/360 
Principles of Operation, GA 22-6821. 


Diagnostic Scan-Out Area 


A diagnostic scan-out area is provided for System/360 
Model 30 in main storage locations: 


Decimal Address Hexadecimal Address 
128 80 
129 81 
130 82 
131 83 
133 85 
134 86 
135 87 
137 89 
138 8A 
139 8B 


In other models of System/360, the diagnostic scan- 
out area may be larger, but it always starts at address 
128 (decimal). 

When you write programs for Model 30, do not 
reference the main storage diagnostic scan-out ad- 
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dresses with your program. If programs written for 
the Model 30 are to be run on a larger System/360 
model, then these programs should be written so that 
the larger-capacity System/360 model diagnostic scan- 
out area is not addressed by the program. 

In System/360 Model 30, the scan-out area provides 
for logging information related to various check condi- 
tions. When certain check conditions occur, the con- 
tents of the machine check register are placed in storage 
location 128 (decimal address). If any of the following 
bits, of byte 128, are set to a value of one, then the 
corresponding check condition has occurred: 


Address 128 

Bit Position Check Condition In 

A-register (input to ALU) 

B-register (input to ALU) 

MN-register (main storage address register) 

Read-only-storage control register 

Sense amplifiers (for read-only-storage) 

Read-only-storage address register 

R-register (main storage data register) or low 
4 bits of Q register (storage protect feature 
only). 

7 ALU (arithmetic logic unit) 


Bytes 129, 130, and 131 (decimal addresses) are used 
for log-out when multiplexor channel check conditions 
are detected. Here, if one of the machine check reg- 
ister positions is set to a value of one when the multi- 
plexor channel check occurs, then byte 129 is set to 
correspond to the machine check register setting, as 
follows: 


anh QNrF © 


Address 129 
Bit Position Check Condition In 

A-register 

B-register 

MN-register 

ROS control register 

Sense amplifiers (for read-only-storage) 
Read-only-storage address register 
R-register 

ALU 


NOMAD CO 


However, if the multiplexor-channel check condition 
does not affect the machine check register, then byte 
129 is set with a catalog number that indicates the kind 
of interface sequence or response (that is, time-out) 
check that is detected in the multiplexor channel. Cata- 
log numbers are used by the customer engineer, who 
has listings of these catalog numbers and references to 
the sources of check conditions to which they apply. 
Also, an indicator byte is logged-out in location 130 
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(decimal address) as a result of a multiplexor-channel 
check condition. The contents of this byte are: 


Indication 

Accumulated log-out count (that is, indicates 
the number of log-outs that have occurred). 

4 Set to a value of one, each time a log-out occurs. 

5 Indicates type of information logged-out in byte 
129. If bit 5 is set to a value of zero, then the 
contents of the machine check register are 
stored in location 129. If bit 5 is set to a 
value of one, then a catalog number is stored 
in byte 129. The catalog number relates to 
the microprogram source of the check con- 
dition. 

Binary coded results of interface inspection and 
any necessary reset: 


Bits 6 and 7 


Bit Position 
0 through 3 


6 and 7 


Binary value Indication . 
00 Interface clear at check occur- 
rence. 
01 Halt I/O reset required and 
successful 
10 Malfunction reset (selective re- 


set) used and successful. 
11 Interface locked up (that is, re- 
sets do not function properly). 
Byte 131 contains the unit address of the unit that is 
involved in the check condition on the multiplexor 
channel. 

Bytes 133, 134, and 135 are used for selector-channel 
1 log-out conditions in the same manner as bytes 129, 
130, and 131 are used for the multiplexor channel. That 
is, byte 133 is set with the contents of the machine 
check register or with a catalog number, depending 
upon the type of error that occurred. Byte 134 bit posi- 
tions have the same information stored as does byte 
130, but for check conditions on selector-channel one. 
Byte 135 contains the unit address of the unit involved 
in the check condition on selector-channel one. 

Bytes 137, 138, and 139 are used for selector-channel 
2 log-outs. Information in byte 137 is either the contents 
of the machine check register or a catalog number, de- 
pending upon the check condition involved. Byte 138 
bit positions have the same information as byte 130, but 
for check conditions on selector-channel two. Byte 139 
contains the address of the unit involved in the check 
condition on selector-channel two. 

Reset of any or all parts of the log-out locations is 
determined by programming in the diagnostic program 
used (that is, these areas are not resct automatically 
but must be programmed to reset). 


IBM 2030 System Control Panel 


The System Console information (pages 35 through 43) is obsolete and has been replaced by JBM System/360 
Model 30 Operating Guide, Order No. A24-3373. 


(Pages 36-43 deleted) 35 


IBM 1050 Documentary Console 


The 18m 1052 Printer Keyboard is the basic console 
keyboard printer for the System/360 Model 30. Com- 
munication between operator and program is, there- 
fore, effected through the 1052. Besides the 1052, a 
variety of 13M 1050 console devices is available to in- 
crease the flexibility of the system. These devices (in- 
cluding the 1052) are attached to the 1M 2030 
Processing Unit through an 15m 1051 Control Unit and 
the 1051 Attachment, which is located in the 2030. 


The maximum number of 1050 console devices at- 
tachable through this feature are: 

¢ One keyboard 

¢ Two printers 

¢ One reader (either card or paper tape) 

¢ One punch (either card or paper tape). 


These devices can be operated separately from the 
2030 (even if CPU power is off) on a 24-hour basis. 
Additional use-rental is not charged for the 2030 while 
the 1050 devices are used in this manner. This kind 
of operation is called off-line (off-line signifying that 
the 1050 devices are not being used in operations that 
affect the 2030), Off-line operation provides for media 
conversion (such as transferring data from card to 
paper tape), card or paper tape listing or preparation, 
and other 1050 operations that do not depend on 2030 
functions. Interdependent operations between the 2030 


and the console devices are termed on-line operations. 


An example is an operator request for information 
from the 2030 by means of the 18m 1052 Printer Key- 
board. 

Additional flexibility is gained through an inexpen- 
sive data communications link (when a 1051 model 1 
with the master station feature is used). Here the local 
1050 devices (physically located near the 2030) can ex- 
change information with up to 26 remote 1050 termi- 
nals. This communication link can be operated off-line 
only. That is, messages sent and received by the local 
1050 devices are not controlled and not sent or re- 
ceived by the 2030. The local 1050 I/O devices not 
being used in the data communications link can, how- 
ever, be operated on-line with the 2030. This opera- 
tion can occur at the same time as the off-line data 
communications operation. 

To distinguish between data communications opera- 
tions and local operations, we use the terms line loop 
and home loop. Home loop 1050 device operations can 
be on-line to the 2030 or off-line, as already described, 
among the local 1050 devices. Line loop refers to op- 
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erations on the communications line. These operations 

can occur only between local 1050 devices and remote 

1050 terminals that all operate off-line to the 2030. 
To summarize: 

1. On-line refers to operations between devices and 
the 2030. 

2. Off-line refers to operations that do not involve the 
2030. 

3. Home loop refers to operations on a local basis, 
either on-line or off-line. 

4, Line loop refers to communications line operations. 
Because the usage of I/O devices can become criti- 

cal in time-dependent applications, it is important that 

the programmer fully understands the meanings of the 

terms on-line and off-line. 


Multiplexor Channel Address 

The unit address of the 1050 console is a fixed multi- 
plexor channel address. In a 2030 with 8,192 positions 
of main storage, the 1050 console address is 1F (hexa- 
decimal). System/360 Model 30 Processing Units that 
have 16,384 or more positions of main storage use 
address 1F or 5F for the 1050 console (one or the 
other, not both), This arrangement allows for the possi- 
bility of two systems connected through the channel 
to channel adapter. For example, if a system with 
16,384 storage positions is connected to a system with 
8,192 storage positions, then the address both systems 
use for the 1050 console is 1F. Hence communication 
is provided to a console from either system. 

If a system has the 224 subchannels feature, then 
the console address can be 1F, 5F, or DF (only one, not 
any combination). The 1050 attachment can be selec- 
tively assigned to be first or Jast in terms of multiplexor 
channel polling priority. 

Address 09 can also be used in any 2030 for the 1050 
address on the multiplexor channel. (Use of this ad- 
dress excludes use of addresses 1F, 5F, or DF for the 
1050.) The desired 1050 address is set by the Customer 
Engineer at installation time. 


Configurations 

All 1050 documentary console devices are attached 
to the 2030 through the 1051 Attachment in the 2030, 
Automatic translation is provided between the 1050 
PTTC/EBCD and the 2030 EBCDI code. Alter, dis- 
play, and hexadecimal conversion functions are per- 
formed by programming. 


The 15m 1051 Control Unit controls the local 1050 
devices. Within the 1051 are the various 1050 I/O 
adapters, controls, and power supplies. The 13m 1057 
Card Punch is an exception in that it contains its own 
power suply. 

Either of two models of the 1051 can be used with 
the 2030. The 1051 Model N1 (home loop only) pro- 
vides for on-line or off-line operation of local 1050 I/O 
components. The 1051 Model 1 also provides for on- 
line or off-line operation of local 1050 components on 
the home loop and provides for line-loop operation 
of local 1050 devices with remote 1050 terminals. 

Note: This communication link is off-line to the 2030 only. 

The 18m 1052 Printer Keyboard has all the necessary 
control switches and lights for normal 1050 operations 
only and for operations involving the 1050 and 2030. 
For possible configurations not requiring a 1052, a 1050 
switch unit is required. 

Various configurations of 135m 1050 devices with the 
2030 are possible. Three examples of the configurations 
are presented here. 


© Basic printer keyboard 
e Maximum home loop 
e Off-line communication (line loop). 


Basic Printer Keyboard Configuration (Figure 22) 


This configuration operates on-line with the 2030 or 
off-line except when the 2030 is in an emergency 
power-off condition. 


Note: All configurations can operate off-line, even with normal 
power off. If the 2030 emergency-pull switch is operated, power 
to 1050 documentary console devices is lost. However, the CE 
can bypass the emergency-pull switch so that 1050 devices can 
be operated with the emergency-pull switch operated. If 1050 
devices are so operated, in emergency-pull bypass, power is 
dropped to these devices when the emergency-pull switch is 
reset by the CE. Here, the CE must return the 1050 devices 
out of emergency-pull bypass mode. 


Maximum Home-Loop Configuration (Figure 23) 


With this configuration, the program can select and 
read from a 1054 or 1056 reader. Also, the following 
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Figure 22. Basic Printer Keyboard Configuration 
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Figure 23. Maximum Home-Loop Configuration 


operator-initiated inputs to the 2030 can be accom- 
modated: 


1. Keyboard to 2030. 

2. 1054 Paper Tape Reader to 2030. 
3. 1056 Card Reader to 2030. 
4 


. Split input to 2030. That is, data is entered from 
the keyboard alternately with data from the 1054 
or 1056 all in a single read operation. 


If the 1050 Home Component Recognition feature is 
used, the program can select one or any combination 
of the three types of outputs (1052, 1053, and 1055 or 
1057, for example). It can change the output selection 
any place in the data stream during any single write 
operation. The program can change ribbon color and 
line-feed spacing at any point in the data stream when 
the 1051 Automatic Ribbon Shift and Line Feed Select 
feature is installed. 

This complete 1050 system can operate off-line, 
performing any normal 1050 home-loop operations not 
requiring the 2030. 


Off-Line Communications Configuration (Figure 24) 


The home-loop and line-loop communications func- 
tions shown in Figure 24 can be performed simultane- 
ously if the same I/O component is not required by 
both loops. 
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Figure 24. Off-Line Communications Configuration 
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To 
Remote 
1050's 


IBM 1050 Lights, Switches, and Functional Keys 


The following describes the 1050 lights, switches, and 
functional keys for on-line 1050 home-loop operation. 


The Keyboards shown in Figures 25, 26, 27, and 27.1 
indicate graphics controlled by particular keys. The actual 
keyboards, however, do not show the lower-case alphabetic 
characters. The IBM 1050 Keyboard Printer models that 
can be used with System/360 Model 30 are: 


1. Model 3 (Figure 25) is used whenever the 18m 1051 
Model 1 Control Unit is used in the console con- 
figuration. . 


2. Model 5 (Figure 26) is used with the IBM Model! 1051 
N1 Control Unit when 1050 I/O components or features 
requiring switches (in addition to the 1052 printer key- 
board) are used in the system. 


3. Model 6 (Figure 27) is used with the 18m 1051 
Model Nl. Model 6 does not provide the switch- 
control capability for adding other 1050 I/O devices 
or features that require switches. 


The 1052 Model 6 can be obtained only on an “as 
available” basis. (See your 18M representative.) 


If the Systems Console Attachment Feature is in- 
stalled in the 1051 Model N1 and in the 1052 Model 
6, certain functions are inoperative: 


a. When a command is sent to the Model 6 to tab, 
backspace, or line feed, the Model 6 spaces. 


b. No action occurs when a ribbon shift and line 
feed select is reccived by the Model 6. 


c. Tab, backspace, and line feed keys do not func- 
tion. 


Any programs that provide for any of these func- 
tions will operate, but the functions will not be 
performed. 


4. The 1052 Model 8 (Figure 27.1) is used with the 1m 
- 1051 Model NI and replaces the 1052 Model 6 as 
the standard console keyboard. Model 8 provides 
the basic mechanisms and functions necessary in a 
system console environment. This model provides 
switch control for the basic 18m 1052 Printer-Key- 
board, but it does not provide the capability for 
adding other 1050 I/O devices or features that 
require switches. The 1052 Model 8 uses only the 
commands used by the 1052 Model 6. Therefore, no 
additional coding is necessary to support the 1052 
Model 8. 


The Tab, Backspace, and Line-feed keys are 
blank, and the functions associated with these keys 
are not provided in the 1052 Model 8. Also, no ac- 
tion occurs when a ribbon shift and line feed select 
is received by the 1052 Model 8, Any problem pro- 
gram written to control these functions operates 
with Model 8, even though the functions are not 
performed. Whenever one of the codes representing 
one of these functions is sent to the Model 8, a 
space with no printing occurs. Prefix codes are ac- 
cepted by the 1051 with attached 1052 Model 8, but 
both the prefix character and the printable character 
in the prefix sequence are ignored. 


The following items are standard on the Model 8: 
a. A 13% inch pin-feed platen, 
b. A 12% inch (maximum) printing line, 
c. Six lines per inch line-feeding, and 


d. Character spacing of ten per inch. 


No additional special features are available for the 
Model 8. 


Also, the following functions and manual controls 
are removed or inoperative on the Model 8: 


a. Left and right margin set (the left and right mar- 
gins are fixed), 


. Single-double index lever, 
. Paper release bar, 

. Tab clear-set lever, 

. Ribbon shift lever, 
End-of-line bell, and 


. Pressure feed rolls 


ah oano o& 


The Systems Console Attachment Feature is re- 
quired (in the 1051 Model N1) to attach a 1052 
Model 8. 


CPU Connect Switch 


CPU On: In the CPU-on position, this switch con- 
nects the 1050: to the CPU. If all dc power is on in 
the 1051 when this switch is thrown to the on posi- 
tion, a 1050 operational signal results. A transition 
from 1050 not-operational to 1050 operational ini- 
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tiates a 1050 ready interrupt with the device-end bit 
on in the Channel Status Word (CSW). 


CPU Off: In the orF position, this switch takes the 
1050 system completely off-line. Any 1050 read or 
write commands are then rejected with condition 
code 3 (device not operational), When the CPU 
connect switch is returned to the home or on posi- 
tion, a ready condition interrupt with device-end 
status is initiated. 


Request Key 


Pressing the request key causes an attention status to 
be established in the 1051 attachment. The 1051 at- 
tachment holds this attention status until the 1051 
attachment becomes idle and available, at which time 
an attention interrupt is initiated in the CPU. 


Proceed Light 


The proceed light indicates that the 1051 attachment 
channel is available for operator-initiated keyboard 
and/or Reader-2 (that is, the other attached card or 
paper-tape reader, not the 1052) input through the 
1051 home loop. When the proceed light is on, the 
keyboard is unlocked and an interlock is removed from 
Reader 2. 


System Program/Duplicate Switch 


Program Position: Two-character program-control se- 
quences from any source cause the proper compo- 
nent control. The two-character sequences are not 
printed or punched. During a read command, neither 
character of a two-character control sequence is 
stored. 


With the 1051 Home Component Recognition 
feature, an output other than the first printer must 
have its home-component-recognition latch turned 
on by a two-character program control sequence as 
well as having its assignment switch in the HOME 
position to satisfy the output select and ready inter- 
lock to the 1051 attachment during ‘write commands. 


Duplicate Position: With this switch in the DUPLICATE 
position— 
1, Manual component assignment is required, and 


the 1051 Home Component Recognition special 
feature is not effective. 


2. The prefix code is not printed or stored, but it is 
punched. The following numeric or alphabetic 
character is then stored, printed, and punched. 
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3. The output select and ready interlock to the 1051 
attachment is not dependent upon any of the out- 
put home-component-recognition latches being 
on. 


Auto-Fill Switch (with the 
1051 Auto-Fill Character Generation Special Feature) 


In the on position, fill characters (idle code) are auto- 
matically generated by the 1051 during the execution 
time of printer functions such as new line and tab. 
Write commands are interlocked during the same pe- 
riod of time. On read commands, the idle codes are 
not read into storage. 


In the orF position, fill characters (idle code) are 
not generated. 


System Attend/Unattend Switch (1051 Model 1 Only) 


This switch must be in the ATTEND position for all on- 
line operations, or the 1051 will not indicate an opera- 
tional condition to the 1051 attachment in the 2030. 


1050 Intervention-Required Light 
(on 2030 System Control Panel) 


This light is turned on whenever a command execution 
is terminated with an intervention-required condition. 
It is reset by the next 1050 read or write command, or 
by a 2030 system reset. 


1050 Request Light (on 2030 System Control Panel) 


This light is turned on whenever the 1050 request key 
cn the 1052 is pressed. It is reset when attention status 
is recognized by the attachment and accepted into the 
unit status register. 


1/0 Assignment Switches 


The I/O assignment switches transfer the various 1050 
I/O devices to the desired 1050 loop, or they discon- 
nect them from the 1050 completely. When the 1050 
home loop is switched to on-line operation (CPU con- 
nect switch on), the devices that are to be made avail- 
able to the CPU must have their switches in the HOME 
position. 


Alternate-Code Key 


When the alternate-code key is held down while a 
numeric key is pressed on the 1052, a 1050 control 
character is generated. 


Alternate Code—Zero (Cancel): Whenever the alter- 
nate code key and the zero key are pressed, a unique 
cancel character is generated that terminates the 
keyboard entry with channel-end, device-end, and 
unit-exception statuses. The cancel character is not 
read into storage. 


Alternate Code—Five (EOB): Whenever the alternate 
code key and the 5-key are pressed, an EOB (End- 
of-Block) character is generated. This initiates a nor- 
mal end to the keyboard entry. The EOB character 
is not read into storage. The alternate code Six EOT 
(End-of-Transmission) produces the same functions 
as alternate code five (EOB). 


For a description of other standard or optional 1050 
lights, switches, and manual controls refer to IBM 
1050 Operator's Guide, .GA 24-3125, 


48.1 


6P 


joueg youMS pue pievoqhoy ¢ Po. SGOT WAI ‘oy aNd 






CLR 


HOME 
RESET 


PUNCK 
DELETE 


READER 
SKIP 


LINE 
RESET 


ie) far] [a] 





SYSTEM 
ATTEND 





PUNCH 
FEED 


CORRECT 


READER 


START 
LINE 





STOP CODEF AUTO FILL PUNCH 
SENSE ON 8 PROGRAM 


Vecceloverdeccetecrelscaticcedccsedaceelecselacvetsevedsceebocssbesclscceteoseleccelsccedonecbescrdscdecdeacleredselanl 
0 3 we 15 W@W 22 30 35 0 4. 55 6 65 70 75 2 8 WN 95 100 105 #110 115 120 125 = «130 











RDR 
BYPASS RESTORE EOA EOB EOT PREFIX CANCEL STOP 


: gS 
CODING 2 4 5 7 9 0 & SPACE FEED 
TTRERC Eee LU Cer 








REC 
ALARM 
| | PROCEED | 
|_| eis 
DATA 
CHECK 


omMaLy 


G 




























£068 
MANUAL 


; 


AUTO 


PRINTER 1] PRINTER 2 | KE READER 2 cpu PUNCH 2 AUTO FILL 
ON ON ON fs ON B° g” 
OFF OFF OFF OFF OFF OFF 


VaveedavsaEecoeDosselecsatoceedaserdcreteceloccedercelsccedecatoctlireleoedersloeelion 
o S$ 0 185 20 25 20 35 4 4 SS 55 6 65 70 75 8 85 90 


PUNCH SYSTEM 
NORMAL | PROGRAM 


8 | 8. 


BKSP 


YBOARD 


e- 


OFF 


i 
od 
EJ 


SET 





SINGLE CY] RDR STOP 
STOP 
ON 5 
OFF 


Lserelussalecentecneteneedosvaloael 
95 100 105 Wwe) 4S 120 125 130 





SONSHOPUAILY, [LUOHIUL OC [PPOFY OOE/UWBSAS OG 


Jaurg yoMg pur prvoqgdoy ¢ [Ppoyy SGOT IAI ‘9g 


READER 








ALTN 
PUNCH 
FEED CODING: 
[om 


BYPASS 


Hi 


RESTORE 





ROR 


EOB CANCEL STOP 


EOA cor 
PAL LSRIE] BE 
4 7 9 0 & SPACE 





Ww T Y ¢ 
w t y @ 


A 

a 
Z X 
z 


RETURN 


HEAR 
ERE LECO-0 


Space 


OE 
AOE 
ac 
Oo 





TS 


jourg youMS pue preogdoy Q [PPO SGOT Wal “Lg 1nd 


Tstelian ashi hvvelislaliollelocbobilanhobantaloliss tates vvlislaseelastid 


ALIN { 
CODING 


15 2 86025 wo 35 40 45 6 55 8S 6 75 30 0=— 85 90 100 6-105) 10135) 3200125)—s«*130 





RDR 
BYPASS RESTORE : PREFIX CANCEL STOP 


PEDERI) 
ICICLE ILI EE 
eG IE] 


TUE EEL 
«els j 


PRINTER KEYBOARD cru 


g 
OFF 










a” 
OO 





|| 


ris 


ULS ons 


Pourd yoUMS pue prvoqsoy g jepow ZSOT wat 


Tibi lini bvvrLovcrLuadsauafosoalsoeetovcelosvstooeabaadsseetooeedoosaTovesdooeelossalacoalevaatossebesnelosnatise] 
20 25 30 35 40 45 530 55 60 65 75 80 85 90 100 «(105 110 «195 120 125 130 






ROR 
BYPASS RESTORE PREFIX cANceL. STOP 


oS Hone 
GEER RIT | 


A F G J K L 
a f g i k l 
SHIFT Z X Cc V ? SHIFT 
z x ¢ v / 
nn — URS 


PRINTER KEYBOARD 


g° 
OFF 





cpu 


G : 5 ° 
OFF 


OFF 


IL 









| PROCEED | 
=| 





Commands Initiated by Start 1/O 


The following is a list of the 1050 console home-loop 
commands executed from start I/O. The CCW com- 
mand byte is shown. 


Command CCW Command Byte 

Bitt0 12 3 4 5 6 7 
Read Inquiry 0000101 +0 
Read Reader 2 000000i1 0 
Write 0000000 1 
Write with Auto New Line 000031001 
No-Op 000000ii1ii1 
Sense 00000 1 0 0 


The channel functions and checks associated with the 
START 1/o instruction (CAW format checking, CCW 
format checking, etc.) are performed by the normal 
multiplexor channel microprograms. The data transfer, 
status manipulation, 1050 interface control, and con- 
trol-unit and device-level functions are performed by 
unique 1050 console microprograms. 

The following command descriptions, in general, 
cover the control-unit or device-level execution of 
initial selection, run or data transfer, and ending pro- 
cedures. 


Read Inquiry Command 


This command is normally issued in response to an 
operator-initiated attention interrupt from the 1050 
console. The operator initiates this by pressing the 
request key. 


Initial Selection 


If the 1050 power is off, or the 1050 CPU connect switch 
is in the OFF position (see switch interpretation under /BM 
1050 Lights, Switches, and Functional Keys) or if the attach- 
ment isin CE mode, the START I/O instruction is terminated 


with condition code 3 (device not operational), 


If the 1050 power is on, the CPU connect switch is in 
the ON position, and the attachment is in run mode and 
idle: 

1. The read-inquiry command is initiated and the 

operation is terminated with condition code 0. 

2. The proceed light is turned on at the 1052. 


3. The 1052 keyboard is unlocked, and a holding or 
interlock condition is removed from Reader 2. 
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Operator Initiation of Inquiry 
When the proceed light comes on, the operator can: 


1, Enter data from the keyboard after making sure 
that the keyboard switch is in the HOME or ON posi- 
tion. 


2. Enter data from Reader 2 by pressing the home- 
reader start key. The Reader-2 switch must be in 
the HOME or ON position. 


3. Enter split data: in other words, enter data alter- 
nately from the keyboard and reader (either paper 
tape or card). 


Either keyboard data or reader data can be entered 
first but for this example let us assume keyboard data 
is entered first. The desired data is entered from the. 
1052 keyboard. Data entry from the reader is then 
initiated by pressing the home-reader start key on the 
1052 (the Reader-2 switch on the 1052 must be in the 
HOME or ON position). Once the reader start key is 
pressed, the 1052 keyboard is locked. Data transfer 
from the reader is stopped and the keyboard is un- 
locked by either a reader stop code punched in the 
card (or perforated tape) or by pressing the home- 
reader stop key on the 1052. This process can be re- 
peated until an ending operation is initiated from 
either the keyboard, reader, or channel. 


Operation Checking 


During the read inquiry operation, the attachment is 
checking for the following conditions: 


1. 1050 power on, and 
2. CPU connect switch on. 


If any one of these conditions is not satisfied, the 
operation is terminated with an I/O interrupt with 
channel end, device end, and unit check in the CSW. 
A subsequent sense operation indicates intervention- 
required (bit 1 of the sense byte). The 1050 interven- 
tion-required light is turned on. 

The keyboard is then locked, the proceed light is 
turned off, and a hold condition is returned to Reader 
2. An automatic carrier return and line feed are at- 
tempted to monitoring printers, attempted because 
conditions may prevent the carrier return and line 
feed (for example, 1050 power off). 


End Operation: End of Block Character (Normal End) 


From Keyboard 


The End-of-Block (EOB) character is supplied from 
the keyboard by pressing first the alternate code key 
and then the 5-key while still holding down the alter- 
nate code key. EOT (that is, 6-key) functions in the 
same manner as EOB. 


From Reader 2 


For paper-tape reading, the EOB character must be 
punched in paper tape immediately after the last data 
character to be transferred to storage. For card reading, 
the EOB character can be punched in the card or 
generated by the trailing edge of the card (whichever 
occurs first). 

The EOB character is not read into storage. Chan- 
nel-end and device-end status and an interrupt condi- 
tion are established. The proceed light is turned off. 
The keyboard is locked. A hold condition is placed on 
Reader 2. An automatic carrier return and line feed is 
initiated to any 1050 printer copying the input. The 
EOT (End-of-Transmission) character (alternate code/ 
6) is an alternative to EOB and functions in the same 
manner as EOB. 


End Operation: CCW Byte Count Zero, No Data 
Chaining (CDA) 


This is a channel-initiated end. If the data was being 
entered from the keyboard, the proceed light is turned 
off, the keyboard is locked, a hold condition is placed 
on Reader 2, and channel-end and device-end status 
and an interrupt condition are established. An auto- 
matic carrier return and line feed is initiated to any 
1050 printer copying the input. 

If the data was being read from Reader 2, a channel- 
end status and an interrupt condition are established. 
The attachment remains busy until EOB is detected. 
No more data characters are then transferred to stor- 
age. If the count was N, and data is from the keyboard, 
the N+1 character prints (if a printable character) 
but is not transferred to storage. If data was being 
entered from Reader 2, all printable characters up to 
EOB/EOT print (unless the printers are deselected 
or in the bypass mode). 

At EOB, device-end status and an interrupt condi- 
tion are established. The proceed light is turned off. 
The keyboard remains locked. A hold condition is 
placed on Reader 2. An automatic carrier return and 
line feed is initiated to any 1050 printer copying the 
input. 


End Operation: Cancel Operation 


A cancel operation can be initiated from the keyboard 
during a read inquiry at any time after the proceed 
light comes on, provided the keyboard still has control 
(the reader start key has not been pressed). A cancel 
operation is executed by pressing the alternate code 
key and the zero key while still holding the alternate 
code key down. 

The read inquiry operation is then terminated. Chan- 
nel-end, device-end, and unit-exception status and an 
interrupt condition are established. The proceed light 
is turned off. The keyboard is locked, a hold condition 
is placed on Reader 2, and an automatic carrier return 
and line feed is initiated. The cancel character is not 
transferred to storage. Programming determines what 
is done to the data characters transferred to storage 
before the cancel character is generated, 


Read Reader 2 Command 


This read command is a non-operator solicited read 
command directed specifically to Reader 2. 


Initial Selection 


If any of the following conditions exist, the starr 1/o 
instruction is terminated with condition code 3 (device 
not operational): 


1. 1050 power off or 1050 CPU connect switch off. 


2. Reader-2 switch is not in the HOME or ON position, 
or Reader-2 interlocks are not satisfied. 


3. Attachment is in the CE mode. 


If the above conditions do not exist (1050 is opera- 
tional and Reader 2 is sclected and ready), the read- 
reader-2 command is accepted and initiated and: 


1. The srarr 1/o instruction is terminated with condi- 
tion code 0. 


2. Reader 2 is automatically started. 
3. The keyboard remains locked. 


Operation checking 


During the read-reader-2 operation, the attachment is 
checking for the following conditions: 


1. 1050 power on, 
2. CPU connect switch on, 


3. Reader-2 switch On or HOME, and Reader-2 inter- 
locks satisfied. 
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If any of these conditions are not satisfied, the opera- 
tion is terminated with channel-end, device-end, and 
unit-check. Intervention required is presented in bit 1 
of the sense byte if a subsequent sense operation is 
executed. The 1050 intervention-required light is 
turned on. Reader 2 is stopped without advancing to 
the EOB character. An automatic carrier return and 
line feed are attempted to any 1050 printers selected to 
copy the input. 


End Operation 


1. End of Block (EOB) Character. For paper tape, the 
EOB character must be punched in paper tape. For 
cards, the EOB character can be punched in the 
card or is generated by the trailing edge of the card 
(whichever occurs first). 

The EOB character is not read into storage. Chan- 
nel-end and device-end status and an interrupt con- 
dition are established (assuming no command chain- 
ing). Reader 2 is stopped and a hold condition is 
returned to it. The keyboard remains locked. An 
automatic carrier return and line feed is initiated 
to any 1050 printers selected to copy the input. EOT 
functions in the same manner as EOB. 


. CCW Byte Count Zero (No CDA). This is a chan- 
nel-initiated end. A channel-end status and an inter- 
rupt condition are established. The attachment re- 
mains busy until EOB is detected. No more data 
characters are then transferred to storage. 

At EOB, device-end status and an interrupt con- 
dition are established. Reader 2 is stopped and a 
hold condition is returned to it. The keyboard re- 
mains locked. An automatic carrier return and line 
feed are initiated to any 1050 printers selected to 
copy the input. 
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Write Commands 


Initial Selection 


If any of the following conditions exist, the starr 1/o 
instruction is terminated, rejecting the write command 
with condition code 3 (device not operational): 


1. 1050 power is off or 1050 CPU connect switch is 
off. 


2. The attachment is in CE mode. 


If the foregoing conditions do not exist (1050 is opera- 
tional and home-loop is on-line), the write command 
is accepted and initiated and: 


]. The sTaRT 1/o instruction is terminated with condi- 
tion code 0. 
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2. The keyboard remains locked. 


3. A hold condition is maintained on Reader 2. 


Operation Checking 


During write operations, the attachment is checking 
for the following conditions: 


1. 1050 power on, 
2. CPU connect switch on, 


3. Any output selected and ready. 


If any of these conditions are not satisfied, the opera- 
tion is terminated with the channel-end, device-end, 
and unit-check. A subsequent sense operation indicates 
intervention required (sense bit 1). If card punching 
was in progress, the card is not released. An automatic 
carrier return and line feed are attempted to any 1050 
printers selected to copy. 


End Operation 


The end operation is initiated by the CCW byte count 
going to zero. Channel-end and device-end status and 
an interrupt condition are established (assuming no 
command or data chaining). If an automatic carrier 
return and line feed was specified in the write com- 
mand, it is initiated to any 1050 printer selected to 


copy. 


If a card punch was selected, one of the following 
must be provided at the end of the data field by the 
program to release the last card: 


1. EOB character (pluggable option in the 1057 to 
function — release — but not punch, or function — 
release — and punch in the card). 


2. A prefix character followed by an H. 


Carrier Return 


When operating on-line, if the carrier reaches the right 
margin without a carrier return signal from the pro- 
gram, the carrier returns automatically and a single 
line feed occurs. Printing is suppressed during the 
carrier return. 


Sense Command 


There are no 1050 conditions to be tested for accept- 
ance of a sense command. The sense byte is assembled 
by the attachment and is transferred to storage, and 
the operation is terminated. Channel-end and device- 
end status and an interrupt condition are established. 


Sense Byte 


Bit Condition 


0 Command Reject —a command not valid to the 
1050 console was detected during the previous 
START 1/o instruction, or an attempt was made to 
command-chain. 


1 Intervention Required — The previous command 
could not be performed or completed, and some 
type of manual intervention is required. Condi- 
tions such as the following cause intervention 
required: 

1. 1050 power is off. 
2. No output device is selected or ready (write 
command). 
3. CPU connect switch is off. 
. Attachment is in CE mode. 
5. Reader-2 is not selected and ready (read 
Reader-2 command). 

6. Attend/unattended switch is in UNATTEND po- 

sition (1051 Model 1 only). 


2 Bus-Out Check — Not used. 


ns 


Equipment Check — A data error was detected | 


during a read operation, or an equipment mal- 
function was detected. 


4-7 Not used. 


NO OP Command 


The No op is a control-immediate-type command that 
performs no 1050 attachment or device level function. 
If the subchannel and 1050 attachment are not busy, 
the No or is executed. No additional 1050 attachment 
or device level checking is performed (that is, the 1050 
need not be operational for the No op to be executed). 
If the command chaining flag is not on, condition code 
1 is set and channel end and device end statuses are 
presented in the channel status word (CSW). If the 
command-chaining flag is on, condition code 0 is set 
and chaining is subsequently attempted to the next 
command, 


1057 Considerations 


The 1057 remains in upper- or lower-case mode at the 
end of each operation, depending upon the case of the 
last character punched. If the 1057 is left in upper-case 
mode (at the end of an operation) and the first char- 
acter of the next write command is a lower-case 
character, the 1057 punches the intended lower-case 
character in upper-case code. 


Therefore, programs should be written so that the 
last character of each message is known. Alternately, 
a downshift character may be entered as the first char- 
acter of each message. 
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Home Component Recognition 


This function requires the Home Component Recogni- 
tion feature in the 1051. With the Home Component 
Recognition feature and the 1051 program duplicate 
switch in the PROGRAM position, the program can select 
and deselect any combination of 1050 output devices 
_in the home loop and change the selection at any point 
in a given write operation. 


Write Commands 


With the Home Component Recognition feature in the 
1051, the write commands function as follows. 


Initial Selection Initiated by Start 1/O Instruction 


Printer 1 (either 1052 or 1053) is- automatically se- 
lected. 


Execution of Write Commands 


If the write data is to be directed to an output device 
-or devices other than Printer 1, the initial data bytes 
must consist of the required prefix-character numeric- 

character (recognition codes) sequences to turn on the 

desired output devices followed by prefix character 

and numeric 5 to turn off Printer 1. 

As an example, assume the output data is to be 
copied on Printer 2 and Punch 2. 

-The output data, then, is: Prefix 2 Prefix 4 Prefix 5 
TEXT. Printer 1 is turned off by the Prefix 5 sequence. 

The text output is copied by Printer 2 and Punch 2. 

If the write data is to be directed to another output 
device or devices in addition to Printer 1, the initial 
data bytes must consist of the required prefix character 
numeric-character sequences to turn on the desired 
output devices. 

As an example, assume the output data is to be 
copied on Printer 1 and Punch 2. 

The output data is Prefix 4 TEXT. The text is copied 
by Printer 1 and Punch 2. 

Output-device switching can be initiated at any 
point within the data stream of a given write com- 
mand regardless of data chaining. The new output 
devices must be prefixed on before all of the previous 
output devices are prefixed off. 

Output-select and ready-testing are performed dur- 
ing the execution of all write commands. If at any 
point during the execution, no output device indicates 
select and ready (not switched to HOME or oN, home- 
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component-recognition latches not on, or interlocks 
not satisfied), the operation is terminated with unit- 
check status. 


End Operation 


At the end of each write command, all 1050 output 
devices are deselected (all output home-component 
select latches are reset off). 


Read Inquiry Command 


With the Home Component Recognition feature active 
in the 1051, the read inquiry command functions as 
follows. 


Initial Selection Initiated by Start I/O Instruction 


Printer 1 (either 1052 or 1053) is automatically se- 
lected for monitoring. 


Execution of Read Inquiry Command 


If the operator desires another or an additional output 

to monitor during the inquiry operation, he can: 

1. Prefix outputs on and off from the keyboard before 
entering data, or 

2. Put the proc/pupP switch in the pup mode and manu- 
ally switch-select the desired monitoring outputs. 
(He must return the switch to program mode be- 
fore entering EOB.) 

If the operator presses the home reader start key to 

enter his inquiry from Reader 2, the adapter continu- 

ously tests for Reader 2 select-and-ready during that 

portion of the inquiry operation. 


End Operation 


At the end of each read inquiry command, all 1050 
output devices are deselected. 


Read Reader-2 Command 


With the Home Component Recognition feature active 
in the 1051, the read reader-2 command automatically 
selects Printer 1 for monitoring the input. If no moni- 
toring is desired, the prefix sequence to deselect the 
printer must be punched in the first card for each com- 
mand or the Printer 1 assignment switch must be 
turned off. 


Off-Line 1050 Functions 


Home Component Recognition operates in its normal 
manner when the 1050 is operated off-line. 


IBM 1050 I/O Prefix Selection 


Printer 1 on Prefix 1 
Printer 2 on Prefix 2 
Punch 2 on Prefix 4 
Printer 1 off Prefix 5 
Printer 2 off Prefix 6 
Punch 2 off Prefix 8 
* Ribbon Shift up Prefix A 
*Ribbon Shift down Prefix B 
*Single-Line Feed Prefix C 
*Double-Line Feed Prefix D 


*Requires Automatic Ribbon Shift and Line Feed Select feature 
in the 1051. 


Note: When the 1050 is operating on-line, Reader 1, Reader 2, 
and Punch 1 are always automatically selected on. 


Miscellaneous Operations 


Write to Card Punch 


It is possible to execute one or multiple chained or 
unchained write commands to the same card. If a 
write command of N characters (N<80) is issued and 
the last character is not an EOB character, N columns 
are punched and the card stops in the punch station 
in position to punch the N + 1 column. 

The last write command to any given card must 
include an EOB character (in the data stream) after 
the last character to be punched to release the card. 
In other words, if the last write command consisted 
of M characters to be punched, the M + 1 character 
must be an EOB and the CCW count must be M + 1. 

{t is also possible to punch multiple cards during a 
single write command with or without data chaining. 
For example, assume that the write-data stream con- 
sisted of N characters—EOB—M _ characters—EOB, 
etc. N characters would be punched in the first card, 
and M characters would be punched in the second 
card, etc. The attachment would be interlocked to pre- 
vent writing by the 1051 during the release of one 
card and the registering of the next card. 

As alternatives to the EOB character, either the 
EOT character or the Prefix H control sequence also 
causes the card to be released. 

On the standard card punch, a patch panel access- 
ible to the customer engineer permits assignments of 
the 1050 control codes as a group to perform as fol- 
lows: 


1. Function only, 

2. Punch only, 

3. Function and Punch, 
4. No action. 


The Operator Panel special feature for the card 
punch allows the above-mentioned assignments on an 
individual control character basis by the customer. 


Operations Terminated by Intervention 
Required 


If the execution of a command is terminated by an 
intervention-required status: 


1. An automatic carrier return and line feed is at- 
tempted but may not be executed to monitoring 
printers. 
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The carrier may have to be returned from the 
keyboard off-line after removing the cause of the 
intervention-required condition and before return- 
ing the 1050 to on-line operational. 
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. If paper tape was being read, the paper tape reader 
stops within the record being read. The paper tape 
must be manually repositioned after removing the 
cause of the intervention-required condition and 
before returning the 1050 to on-line operational. 


3. If cards were being punched or read, the punch or 
reader stops within the card being processed. The 
cards must be manually released or ejected. 


Test I/O 


If 1050 power is off, the CPU connect switch is off or 
the attachment is in CE mode, the test I/O command 
results in condition code 3 (device not operational). In 
all other respects, test I/O is executed as generally 
defined in IBM System/360 Principles of Operation, 
GA 22-6821. 


Halt 1/O 


Keyboard Entry 


If a halt I/O command is executed during a keyboard 
entry, the operation is terminated immediately. The 
keyboard is locked, and the proceed light is turned off. 
Channel-end and device-end status are established and 
an automatic carrier-return and line feed is initiated. 
Any chaining flags are turned off. 


Write 


If a halt I/O command is executed during a write com- 
mand, the current write command is terminated imme- 
diately. Channel-end and device-end status and an 
interrupt condition are established. An automatic car- 
rier return and line feed are initiated. Any chaining 
flags are turned off. 


Read from Reader 2 


If a halt I/O command is executed during a read com- 
mand, the data transfer is terminated and channel-end 
status and an interrupt condition are established. The 


attachment and 1050 remain busy until the normal end 
of media is reached, at which time device-end and an 
interrupt condition are established. Any chaining flags 
are turned off. An automatic carrier return and line 
feed are initiated to any monitoring printers. 


Condition Code Settings for 
1050 Documentary Console 
Figure 28 indicates the condition code settings that are 


dependent upon the command issued and the condition 
of the 1050. 
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afosuoyr AlvJUIUINDOG] QGOT 10J Wey ospoD uon!puory “gz ansry 


CONDITION 
SUB CHANNEL 


1050 and Attention or Device- 


ATTACHMENT | Idle and jEnd Status Stored in} Busy Searching 


Available j|Attachment and 


INSTRUCTION Pending 


START 1/0 
READ RD 2 
READ INQ 
WRITE 


NO-OP (With no 
CMD. Chaining) 


NO-OP (With CMD 
Chaining) 


SENSE 


Notes: 
(a) Device-end and channel-end unit status in CSW. 
(b) Busy (+ attention or device end) status in CSW. 
(c) Busy unit status alone status in CSW. 
(d) Attention or device-end unit status in CSW. 


(e) Conditien not tested as part of instruction execution. 


SUBCHANNEL AVAILABLE 


CPU Connect Switch 
Off or 1050 Power 
For Device End |Off or Attachment 
In CE Mode 





(f) 


(g) 
(h) 


(i) 


SUBCHANNEL NOT AVAILABLE 


Attention or Ready 
Reader-2 Not! Condition at 1051 
Selected and | Interface But Not 
Ready Yet Stored in 

Unit Status 


Interupt Status | Interupt Status 
Stored in 
Attachment 


Command 
Invalid aed 


om fe pele fe 


Request condition is stored until the attachment becomes idle and available 
again, and attention status can be established. 


Unit-check unit status in CSW and command reject in sense register. 


Channel-end status alone or in combination with other unit-status bits 
(device end, unit check, unit exception) in CSW. 


All-zero status stored in CSW. Final status will be presented subsequently. 


N.A. = Not applicable 


The following automatic translation is performed be- 
tween the PTTC/EBCD (Perforated Tape and Trans- 
mission Code/Extended Binary Coded Decimal) and 
the System/360 EBCDI code. For the PTTC/EBCD 
code refer to Figure 29. 


Input 


The following codes are translated on input: 
26 Lower-case alphabetic (a through z) 
26 Upper-case alphabetic (A through Z) 
10 Numeric (0 through 9) 
26 Special graphics # @/,-$&=<;:%’ >*)’"(¢P-+ 
jaan 
4 Printer control codes (line feed, new line, tab, 
backspace) 
1 Space/blank 
93 Total 
All other 1050 control codes are deleted and not 
entered into storage. 


Output 


The following codes are translated on output: 
26 Lower-case alphabetic (a through z). 
26 Upper-case alphabetic (A through Z) 
10 Numeric (0 through 9) 
26 Special graphics # @/,-$&—=<;:%’>*)"(¢P-+ 


ame S| 
1 Space/blank 
16 1050 Control codes 
105 Total 


Codes (1050) 
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UPPER CASE LOWER CASE 


PTTC/EBCD PTTC/EBCD 
Character : 


a 


eet > 


Character B 






io -- -- -] 
eae 


wwownt 


oy 





Space 
a 
b 
Cc 
d 
e 
f 
9g 
h 
i 
t 
uv 
v 
w 
x 
Y 
z 
& 


| meee | neers ee es 


>>prp|l >PrPrrrp ed >>> >> 


























PF (Punch Off) 

HT (Horizontal Tab) 
LC (Lower Case) 
DEL (Delete) 

RES (Restore) 


NL (New Line) 
BS (Backspace) 
IL (Idle) 

BYP (Bypass) 
LF (Line Feed) 


EOB (End of Block) 
PRE (Prefix) 

PN (Punch On) 

RS (Reader Stop) 
UC (Upper Case) 





VErw |; 
© & © @& oo 
aR HAL 


>> 





>> 





PF (Punch Off) 

HT (Horizontal Tab) 
LC (Lower Case) 
DEL (Delete) 

RES (Restore) 


NL (New Line) 
BS (Backspace) 
IL (Idle) 

BYP (Bypass) 
LF (Line Feed) 


a ea te 





EOB (End of Block) 
PRE (Prefix) 

PN (Punch On) 

RS (Reader Stop) 
UC (Upper Case) 


annnwnnae 
haa PRD 


EOT (End of Transmisston) 


EOT (End of Transmission) 





A 
A 
A 
A 
A 
A 
A 
A 
A 
J 
K 
L 
M 
N 
co) BD 
P B 
Q B 
R B 
5 A 
T A 
U A 4 
Vv A 4 
WwW A 4 
xX A 4 
Y A 8 
Zz A 8 
+ B A 
= 8 A 8 
te B 
I B $ 
A @ 
? A / 
A ’ 
# 
. 1 
2 
: 3 
4 
5 
B A 
6 A 
B A 
B A 
B 





CODDOD] DDDMMD)] CDM OO | WHOM 


Figure 29. Perforated Tape and Transmission Code/Extended Binary Coded Decimal 
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ROSSSISBELBS 


i 


Graphic & Con- 
trol Symbols 
EBCcDIC 


12-0-1-8-9 
12-1.9 
12-2-9 
12-3-9 
12-4.9 


12-6-9 
126-9 
12-7-9 
12-8-9 
12-1-8-9 
12-2-8-9 
12-3-8-9 
12-4-8-9 
12-6-8-9 
12-8-8-9 


12-7-8-9 
12-11-1-8-9 
11-19 
11-2-9 
11-3-9 


11-68-9 
31-7-8-9 


41-0-1-8-9 


0-1-9 
0-2-9 


0-5-8-9 
0-6-8-9 
0-7-8-9 


12-110-1-8-9 


1-9 





Control Character Representations 


ACK 
BEL . 
8S 
BYP 
CAN 
cc 
CR 
cul 
CU2 
cu3 
ocl 
0@ 
DC3 
OC4 
DEt 
DLE 
DS 
EM 
ENQ 


Acknowledge 
Bell 

Backspace 

Bypass 

Cancel 

Cursor Control 
Carriage Return 
Customer Use 1 
Customer Use 2 
Customer Use 3 
Device Control | 
Device Control 2 
Device Control 3 
Device Control 4 
Delete 

Data Link Escape 
Digit Select 

End of Medium 
Enquiry 


EOT 
ESC 
ETB 
ETC 
FF 
FS 
HT 
IFS 
IGS 
mn 
IRS 
1US 
ic 
LF 
NAK 
NL 
NUL 
PF 
PN 


End of Transmission 

Escape 

End of Transmission Block 
End of Text 

Form Feed 

Fleld Separator 

Horizontal Tab 

Interchange File Separator 
Interchange Group Separator 
Idle 

Interchange Record Separator 
Interchange Unit Separator 
Lower Case 

Line Feed 

Negative Acknowledge 

New Line 

Null 

Punch Off 

Punch On 


Extended Binary Coded Decimal Interchange Code (EBCDIC) 





Graphic & Con- 
trol Symbols 
Eacdic 










no punches 
12-0-1-9 
12-0-2-9 
12-0-3-9 
12-0-4-9 







0100 1010 
0100 1011 
0100 1100 
0100 1101 
0100 1110 


0100 1111 
0101 0000 
0101 0001 
0101 0010 
0101 0011 


0101 0100 























12-14-4-9 











12-11-5-9 | 0101 0101 
12:11-6-9 101010110 
12-14-7-9 10101 0111 
12-11-8-9 | 0101 1000 


| | os {| 









0101 1001 
0101 1010 
0101 1011 
0101 1100 
0101 1101 


0101 1110 
0101 1111 
0110 0000 
0110 0001 
0110 0010 


01100011 
0110 0100 
0110 0101 
0110 0110 
01100111 


01410 1000 
0110 1001 
0110 1010 
0110 1011 
0110 1100 


0410 1101 
0110 1110 
0110 1111 
0111 0000 
0111 0001 


0111 0010 
0111 0011 
0111 0100 
0111 0101 
0111 0110 


01110111 
0111 1000 
0111 1001 
0111 1010 
0111 1011 


0111 1100 
01111101 
01411110 
09111191 














5E 









































12-11-0-1-9 


12-11-0-2.9 
12-11-0-3-9 
12-11-0-4-9 
12:11-0-50 
12-11-0-6-9 
12-11-0-7-9 
42-11-0-8-9 


















soNSN ws www 
@2roorw{H9AIAson 

















Special Graphic Choracters 


RES Restore 


¢ Cent Sign 
oe eee - — Perlod, Decimal Point 
SM Set Mode < Less~than Sign 
SMM Start of Manual Message ( Left Parenthesis 
SO Shift Out + Plus Sign 
SOH Start of Heading t Logical OR, Absolute 
sos Start of Significance & = Ampersand 
SP Space ! Exclamation Point 
STX Start of Text $ Dollar Sign 
SUB Substitute - Asterisk 
SYN Synchronous Idle ) Right Parenthesis 
™/ Tape Mark ; Semicolon 
uc Upper Case —1 Logical NOT 
VT Vertical Tab l Left Bracket 
) Right Bracket 


Figure 30. Extended Binary Coded Decimal Interchange Code (EBCDIC), Part 1 of 2 


Minus Sign, Hyphen = J*_ Hook 


Slash Yo Fork 
Comma dad Cholr 
Percent 

Underscore 


Greater-than Sign 
Question Mark 
Colon 

Number Sign 

At Sign 

Prime, Apostrophe 
Equal Sign 
Quotation Mark 
Backslash 
Circumflex 
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Graphic & Con- 
trol Bymbols 
EBCOIC 


Graphic & Con- 
trol Symbols 





1000 0101 
1000 0110 
1000 0111 
1000 1000 
1000 1001 


1000 1010 
1000 1011 
1000 1100 
1000 1101 
1000 1110 


12-0-7-8 1000 1111 
12-11-48 | 1001 0000 
12-14-14 1001 0001 
12-41-2 1001 0010 
12-11-3 1001 0011 


12-114 1001 0100 


12-0-2-8-9 

12-0-3-8-9 

12-0-4-8-9 

12-0-5-8-9 

12-0-6-8-9 

12-0-7-8-9 

11-0 

11-1 

11-2 1101 0010 
11-3 1107 0011 


1101 0100 








































12-116 1001 0101 1101 0101 
12-11-86 1001 0110 11010110 
12-11-7 1001 0111 1101 0111 


12-11-8 
12-41-9 
12-11-28 
12-11-38 
12-11-4-8 
12-11-5-8 


12-11-68 
12-11-78 
11-0-1-8 

11-0-1 
11-0-2 


1001 1000 
4001 1001 
1001 1010 
1001 1011 
1001 1100 
1001 1101 


1001 1110 
1001 1111 
1010 0000 
1010 0001 
1010 0010 


1010 0011 
1010 0100 
1010 0101 
1010 0110 
1010 0111 


1010 1000 
1010 1001 


1101 1000 


11-9 1101 1001 
12-11-2-8-9 {1101 1010 
12-11-3-B-8 11101 1011 
12-11-4-8-9 [1101 1100 
12-11-6-8-8 11107 1101 


12-11-6-8-9 [4101 1110 
12-11-7-8-9 ]1101 1111 
0-2-8 1110 0000 

1110 0001 













































0-9 
11-0-2-8-9 






AA 1010 1010 
Aa 1010 1011 11-0-3-8-9 
Ac 1010 1100 11-0-4-8-9 































11-0-6-8 1040 1101 11-0-5-8-9 
11-0-6-8 1010 1110 11-0-6-8-9 
11-0-7-8 1010 1111 11-0-7-8-9 
12-11-)-1-8 | 1011 0000 


12-11-9-1 
12-11-0-2 
12-11-0-3 
12-11-0-4 
12-11-0-5 
12-11-0-6 


12-11-0-7 
12-11.0-8 
12:17-0-9 

12:11-0-2-8 
12-11-9-3-8 


12-11-0-4-8 
12-11-40-5-8 
12-11-0-6-8 
12-14-)-7-8 


1011 0001 


1011 0010 
1011 0011 
1011 0100 
1011 0101 
10110110 


1011 01141 
1011 1000 
1011 1001 
1011 1010 
1011 1011 






























SOWw!iaAnawndj}- o 


1131 1011 


12-11-0489 

12-11-068-9 [1111 1101 
12-11-0-68-9}1111 1110 
12-410-7-8-9 }11117 1111 











Figure 30. Extended Binary Coded Decimal Interchange Code (EBCDIC), Part 2 of 2 
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Typical Model 30 Algorithms 


Because there is a wide difference in the physical de- 
sign of each model CPU, a variety of algorithms (rules 
of procedure for solving recurrent mathematical prob- 
lems) are employed for the execution of many Sys- 
tem/360 operations. 

Examples of the algorithms for the convert, divide, 
and multiply instruction executions in the Model 30 
are given. 


Converts 


Binary-to-decimal convert is accomplished by operat- 
ing on the binary bits from the high order to the low 
order. Each binary bit is added into the decimal field, 
and then the decimal field is doubled. Thus the high- 
est-order binary bit is doubled 31 times, the next bit is 
doubled 30 times, etc., so that each bit has its proper 
weight added into the decimal field. 

Decimal-to-binary convert is accomplished by re- 
peatedly dividing the decimal field by 16. The remain- 
ders of these divisions form the hexadecimal digits of 
the converted number. In both conversion processes 
only the significant digits of the decimal field are acted 
upon so that, in effect, the decimal field gets longer and 
longer as convert-to-decimal progresses and gets shorter 
and shorter as convert-to-binary progresses. In both 
cases, the total time required depends on the number 
of significant digits in the number being converted. 


Divide 

Fixed-point binary and floating-point divide are ac- 
complished by subtracting (or adding) the divisor from 
(or to) the dividend. Before each add or subtract, the 
dividend field is shifted left one bit. Because a non- 
restoring process is used, the time required for the 
divide does not depend on the quotient bits that are 
generated. However, some variation in exccution time 
is encountered due to sign handling and, in the case 
of floating-point divide, pre- and post-normalization. 


Multiply 


Fixed-point binary and floating-point multiplication in 
the Model 30 make use of a single microprogram loop 
that multiplies a 16-bit factor by a second factor that 
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is 24, 32, or 56 bits long. Half-word multiply uses this 
loop only once to accomplish its 16 X 32-bit multiply. 
Full-word multiply (RR or RX) uses the loop twice to 
accomplish two 16 X 32-bit multiplies. The two 48-bit 
products are then added together (with one shifted by 
16 bits) to form the final 64-bit product. Short floating- 
point multiply uses the loop twice to form two 16 x 
24-bit products (in one use of the loop, the 16-bit 
factor has eight bits zero). Long floating-point multiply 
uses the loop four times to form four 16 x 56-bit 
products. 


In the multiply loop, the 16-bit (multiplier) factor is 
held in both single and doubled form. Then successive 
hexadecimal digits of the multiplicand are examined, 
and additions or subtractions are made according to 
the table shown in Figure 31 (Figure 32 for CPU with 
2-microsecond RW cycle). 


Following the additions or subtractions required by 
the multiplicand digit, the partial product is shifted 
right four bits, and the next hexadecimal digit is ex- 
amined, The time (C) required to process two hexa- 
decimal digits of the multiplicand is 9.8 microseconds 
(13 microseconds for a CPU with a 2-microsecond RW 
cycle) plus the add or subtract times for the two hexa- 
decimal digits. Assuming a uniform distribution of 
values of the hexadecimal digits, the average add/sub- 
tract time is 4.6 microseconds (6.1 microseconds for a 
CPU with a 2-microsecond RW cycle) per digit. Thus 
the average value of C is: 9.8 + 4.6 + 4.6 = 19 (25.2 
microseconds for a CPU with a 2-microsecond RW 
cycle). However, if both hexadecimal digits in a byte 
of the multiplicand are zero (or in the case when the 
previous operation was a subtract, if both hexadecimal 
digits are F), no additions or subtractions are required 
and a single ecight-bit shift of the partial product is 
made. This gives a value of C of 4 microseconds (5 
microseconds for a CPU with a 2-microsecond RW 
cycle). Also, in the case when the 16-bit multiplier 
factor is zero, the partial product is set to zero, result- 
ing in a value of C of 1.5 microseconds (2 microseconds 
for a CPU with a 2-microsecond RW cycle) for each 
byte of the multiplicand. In terms of this value, C, the 
times are: 
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Instruction 


Multiply 
Multiply 


Multiply Half-word 


Multiply Long 
Multiply Long 
Multiply Short 
Multiply Short 


Format Mnemonic 

RR MR 

RX M 

RX MH 

RR MDR 
RX MD 

RR MER 
RX ME 


Time 
76+ 8C 
83+ 8C 
29+ 4C 

260 + 28C 
266 + 28C 
124+ 6C 
131+ 6C 


Time* 
102+ 8C 
111+ 8C 

39+ 4C 
344 + 28C 
354 + 28C 
158 ++ 6C 
168+ 6C 


*For CPU with 2 microsecond RW cycle. 


The average times given in Figure 17 (Instruction Tim- 
ing Chart) all assume C = 19 (25.2 for CPU with 2- 
microsecond RW cycle—see Figure 18), except for 
half-word multiply where both factors are assumed to 


be 16 bits long and so C was taken to be 19 (25.2 for — 
CPU with 2-microsecond RW cycle), for the two low- 
order bytes of the multiplicand and 4 (6 for CPU with 
2-microsecond RW cycle), for the two high-order bytes. 
Value of 


Multiplicand 
Hex Digit 


Operation 
Perfarmed 
(if previous 
operation was 
subtract) 


Average 
Time 
Required 
(in microseconds) 


Average 
Operation Time 
Required 
(in microseconds) 


Performed 





Figure 31. Multivlv Algorithm Timings 


Operation 
Performed 
(if previous 
operation was 
subtract) 


Average 
Time 
Required 
(in microseconds) 


Average 
Operation Time 
Performed Required 
(in microseconds) 


Value of 
Multiplicand 
Hex Digit 





—< +1x 

+1x +2x 

+2x +2x + Tx 

+2x + Ix +2x + 2x 

+2x +2x + 1x 

+2x + 2x +.2x 
+2x + 2x + 2x + Ix 
-2x -2x -2x -2x 





+2x + 2x 
+2x + 2x + Ix 
+2x + 2x + 2x 
4+2x + 2x + 2x + Ix 


4 
5 
6 
7 











2x -2x -2x -1x 
=2x -2x -2x 
-2x -2x -1x 
-2x -2x 


-2x -2x -2x -2x 
2x -2x -2x -1x 
=2x -2x -2x 
=2x -2x -1x 


Oo 





~2x -2x -2x -1x 
-2x -Ix -2x 
2x -1x 
-1x = 


™MmOO | Sprvoon 
~WwWU | Ooo 





Figure 32. Multiply Algorithm Timings (for CPU with 2-Microsecond RW Cycle) 
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Local Storage and MPX (Multiplexor) 
Storage Map 


An additional 256 bytes of local storage, which are not 
directly addressable by the program, contain the 16 
general-purpose registers and the 4 floating-point reg- 
isters. Local storage also contains a scratch pad area, 
which is not available to the programmer. The 32 
words of the multiplexor channel Unit Control Words 
(UCW) are contained in 256 bytes of MPX storage (for 
a CPU with 8192 bytes of main storage). Local storage 
and the multiplexor storages comprise auxiliary storage. 

The storage map (Figure 33) indicates the local 
storage addresses and MPX storage addresses assigned 
to the various functions. MPX 0 is standard on all 2030 
processing units. MPX 1 and 2 are used only on models 
D30, DC30, E30, and F30. 

The storage map in Figure 34 shows additional 
UCW locations. These 128 additional UCW’s are used 
on models E30 and F30 only and are an optional fea- 
ture. 

Areas of local storage and MPX storage that can be 
displayed on the console are found by using the ver- 
tical and horizontal coordinates of the map. (CPU stor- 
age register V is located at horizontal coordinate 5x; 
the vertical coordinate is C.) 

Methods used to display from and store into aux- 
iliary storage are described in IBM System/360 Model 
30 Operator's Guide, GA24-3373. 

Unshared I/O unit addresses (hexadecimal) that 
correspond to UCW’s in multiplexor storage are also 
shown in Figures 33 and 34. Units that share a com- 
mon subchannel and use the first eight UCW’s have 
the following addresses (not shown in Figure 33):. 


Unit Address (Hexadecimal) UCW 


08X 

09X 

OAX 
OBX 
OCX 
0DX 
OEX 
OFX 


Noah Qnr & 


The value of X can range from 0 to F. Therefore, 
each X in this listing indicates a range of addresses 
for up to sixteen I/O devices on each multiplexor 
shared subchannel. For further information on device 
addressing, refer to the Unit Addressing Method sec- 
tion of this publication. 


Appendix B (Auxiliary Storage) 


Local Storage Map Miscellaneous Legend 

(Figure 33) 

0  Multiplexor channel interrupt buffer unit address. 
Multiplexor channel T-register storage. 
Multiplexor channel R-register storage. 
Multiplexor channel interrupt buffer unit status. 
Program status word bit and instruction-length 
code storage. 

Selector channel 1 unit address. 

Selector channel 1 next CCW address (high). 
Selector channel 1 next CCW address (low). 
Multiplexor channel unit address temporary stor- 
age. 

9 1050 unit status. 

10 CPU working storage. 

11 CPU working storage. 

12 CPU working storage. 

13 CPU working storage. 

14 CPU working storage. 

15 CPU working storage. 

16 Instruction counter (not available). 

17 Instruction counter high. 

18 Instruction counter low. 

19 

20 Selector channel chaining R-register storage. 

21 Selector channel 2 unit address. 

22 Selector channel 2 next CCW address (high). 

23 Selector channel 2 next CCW address (low). 

24 System mask. 


25 Storage protection and ASCII, machine check 
mask, wait, and program bits of the PSW. 


Bm OO NW eH 


co -~1 & Cl 


26 


27 Condition register and program mask storage. 
28 Operation code mask. 

29 Selector channel chaining S-register storage. 
30 Selector channel chaining U-register storage. 
31 Selector channel chaining V-register storage. 


CPU Store Legend (Figure 33) 


Locations labelled I through S are those used for tem- 
porary storage of the corresponding registers during 
MPX channel operations. 
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5 6 7 8 9 A B Cc D E F 


a Floating Point Reg. 0 


Floating Point Reg. 2 


Floating Point Reg. 4 


Lee ata Be ees 
4 
5 CPU Store SS) Se De Da Le 
6 
7 
8 
A 
Seer eae 






Floating Point Reg. 6 
Floating Point Multipl 
Miscellaneourm—wf O | 1 [| 2 [| 3 [| 4 | 5 | 6 7 
pate fet 15 
17 1 18 | 19 [| 20 | 2) | 22 =| 23 
p24 [ 25 | 26 | 27 [ 28 | 29 | 30 | 3) | 


Local 
Storage 


ao 


CPU Working Storage 


MPXO 








031 

50 032 

51 033 

MPX1 53 035 
6X 34 036 
7X 55 037 
8X 56 038 
9X | 4] 029 57 039 
AX 42 02A 58 03A 
BX 43 028 59 ___03B 
CX 44 02C 60 03C 
DX 45 02D; 61 03D 
2 ecaeemeesansare Yo anieleeeaieesaeaed — HE 
a es eT oe tes nee a OB 63 O3F 

OK Unit Control Word 80 For Unit With Hex Address 050 
041 oe Bb ee ee OT 

a 042 82 052 

67 043 83 053 

68 044 84 054 

69 045 85 055 

MPX2 70 046 86 056 
7 047 87 057 

72 048 88 058 

73 049 89 059 

74 04A 90 05A 

75 04B 9] 05B 

Oe IO a at ee gs ON 92 05¢C 
77 04D 93 05D 

78 04E 94 Q5E 

79 O4F 95 O5F 


Figure 33. Local Storage and MPX Storage Map 
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0 1 2 3 4 5 6 7 8 9 A B Cc D E F 
Unit Control Word 96 For Unit With Hex Address 060 
97 ees | | eee ee. 2 
98 062 
ee wre eg OO fae eee ge eee Pe cee ne eee cee ge OP 
116 074 | 
a |) caer eae 17 075 
MPx3 
() 
130 082 14 097 
(ae reece eeneeeee 1 earner ore eames nm 
132 084 148 094 
133 085 149 095 
MPX4 150 096 
136 088 
137 089 
141 08D 
142 O8E 
Unit Control Word 160 For Unit With Hex Address OAO} Unit Control Word 176 
161 OAT 
163 0A3 
164 0A4 
MPX5 165 OA5 
167 0A7 
MPX6 








Figure 34. MPX Storage Map (MPX 3 through 6) 
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Appendix C 


Extended BCD Interchange Code 


The chart (Figure 35) shows the hexadecimal equiva- 
lents to the extended punched-card code. To find the 
card code that will be punched from a hexadecimal 
code of 0110 1011, find the set of four columns headed 
01 (bit positions 0 and 1). Within these columns, follow 
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the 10 column (bit positions 2 and 3) down until the bit- 
positions code (4567 bits) is reached. The character found 
here is zero zone, 3, and 8 which is a comma (,). Similarly, 
1111 1110 is found to be 12 (T) zone, 11 (E) zone, zero 


zone, 6, 8, and 9 punches. 
There are 256 characters possible in the extended 


punched-card code. Also see Figure 30. — 


Bit Positions 








OQ i© 
o one On o ow own 








ov; 
= 


eel ee 
o 


on 
faa 


rs 
e 


Oo oO 
= 


ca 
a 


eo 
E 


Ea 
| ell aol 


a oO 
eN 
oO 


a 
3 0 Sw 3 © 3 3 © foes) 
a add aol ede otiacd rl 


wn | oo lms oo | oso fo 
— — — — - — 


uy (ee) ui uu pe [aa] bu Lu © 


ws o> Lu uw oO peace) uo 
ke oD Ke as) e O eS 


oO © 
eRe oO 


Oo on oS oe 


es | 
oS 


ao 
ew 


ese 


a © 
jes | 
o 


fo se) 
ee 











Twelve Zone 
Eleven Zone 


E 


Notes: T 


Figure 35. Extended BCD Interchange Code 
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